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PERFORMANCE PROFILE

Premium

TECHNICAL DATA

LLE24 GEN4 HE / HO

OUTPUT PER 3 X 280 MM MODULES

@ 840MM 4000K CCT

Number of boards Rating Forward Total Delivered
current wattage Lumen

Output

3 X 280mm HE modules High Efficiency 300Ma 10.2 1102

3 X 280mm HE modules High Efficiency 350Ma 12.0 1265

3 X 280mm HE modules High Efficiency 400Ma 13.8 1427

3 X 280mm HE modules High Efficiency 450Ma 15.6 1572

3 X 280mm HO modules High Output 300Ma 20.4 2204

3 X 280mm HO modules High Output 350Ma 24 2548

3 X 280mm HO modules High Output 400Ma 27.6 2960

3 X 280mm HO modules High Output 450Ma 31.5 3162

FEATURES

/

~ N YN

Interior recessed, surface
mounted, suspended

Seamless continuous
mounting

High efficiency diffuser
Dimming options available
IP 20 for indoor use only

Finishes: Anodised,
Black, White

Dimensions:
49mm (w) x 75mm (h)
Lengths made to order

COLOUR

/ Zhaga LED board modules available in 140mm, 280mm and 560mm lengths

/ 4000K, 3000K, 2700K colour temperatures available. Including tuneable white option

/ Lengths and outputs will vary depending on selected module configurations
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