
Bentley

ADJUSTABLE DOWNLIGHT

DIMENSIONS

FEATURES

FINISHES

TECHNICAL DATA

/    Available as 240V input or constant-current input

/    240V models compatible with leading or trailing-

      edge phase-cut dimming

/    Dimming range: 0.1% to 100%, depending on dimmer

/    CRI rating > 90

/    Available in 2700K, 3000K and 4000K 

      colour temperatures

/    Available with 24  or 36° beam angles

/    Colour consistency within 3 MacAdam steps

/    Long lifetime; over 50,000 hours at 75°C

COLOUR
TEMPINPUT

2700K

(constant-current drivers required for
low-voltage models, sold separately)

240V 710lm 24° / 36° 9.5W

3000K240V 760lm 24° / 36° 9.5W

4000K240V 810lm 24° / 36° 9.5W

2700K250mA 770lm 24° / 36° 8.8W

3000K250mA 840lm 24° / 36° 8.8W

4000K250mA 890lm 24° / 36° 8.8W

2700K350mA 1140lm 24° / 36° 12.2W

3000K350mA 1170lm 24° / 36° 12.2W

4000K350mA 1270lm 24° / 36° 12.2W

FLUX BEAM WATTS
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ChromeCopperBrass Black 
Chrome

Black & Metallic

White & Metallic

Matte 
Black

Matte 
Black

Black & Matte

White & Matte


