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2700K
3000K
4000K

COLOUR TEMPERATURES

Mounting
Clips

End-to-End
Connectors

IP68 
Cable Glands

Flexible Mounting 
Channel

14.4W x 18.9H 14.4W x 18.9H

Mounting
Profile

End Caps:
Top, Side & Bottom Cable

POWER SUPPLIES
SOLD SEPARATELY

FEATURES

Ingress 
Protection

Impact 
Protection

Min. Bend Radius
60mm

V2.0

IK08

ACCESSORIES ALL ACCESSORIES SOLD SEPARATELY

DIMMING OPTIONS

PLEASE SPECIFYDALI
0-10V
Other

Up to 10m 
lengths

OUTPUTS

24V DC

•  Bends through the side axis
•  Flame, saltwater, solvent & UV-resistant silicone construction
•  Suitable for indoor or outdoor installation

Loop Swerve 12

RGB

RED
GREEN
BLUE
RGBW

DISTRIBUTION

IP67

Colour Temp Watts/m CRI Lm/w Lm/m Max Single 
Length Cutting Increment

2700K 9.6 >90 53 512 10m 50mm
3000K 9.6 >90 54 518 10m 50mm
4000K 9.6 >90 55 525 10m 50mm

RGB 12 5m 83mm

RGBW 14.4 5m 62.5mm

17

12

18.9

14.4


