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Project Hex RECESSED
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FEATURES

e Designed for recessed installation

e Up to 2m single—piece precision honeycomb lens
® | engths made to order to suit your project

e Joinable in up to max 3m module lengths

® Incorporates industry—leading LED light sources
e |P20 rated

OUTPUTS
LLE GEN5 HE/HO

3LED
Modules

4000K

4000K
CCT

.
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875mm
Luminaire

3 X 280mm HO High Output
3 X 280mm HO High Output

COLOUR TEMPERATURE

2700K
3000K
4000K
Tuneable White
RGBW

DALI O
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Bluetooth [
Other

FINISHES

926
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DIMMING OPTIONS

PLEASE SPECIFY

Black

White

Anodized Aluminium
Custom

PLEASE SPECIFY COLOUR

400mA 30.2
450mA 34.2
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PERFORMANCE RANGE

Project Hex RECESSED

Glare Evaluation According to UGR

oneau

Reflectances
Ceiling Cavity | 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Walls | 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3
Working Plane | 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room Shape Viewed Crosswise Viewed Endwise
x=2H y=2H 74 8.2 7.7 84 86 9.7 10.5 10.0 10.7 10.9
2H 3H 7.3 8.0 76 8.2 85 9.6 10.3 9.9 10.5 10.7
2H 4H 7.2 7.9 75 8.1 84 9.5 10.2 9.8 10.4 10.7
2H 6H 7.2 7.8 7.5 8.0 8.3 9.5 10.0 9.8 10.3 10.6
2H 8H 7:1 1.7 75 8.0 8.3 9.4 10.0 9.8 10.3 10.6
2H 12H 71 7.6 7.4 7.9 8.3 9.4 9.9 9.7 10.2 10.5
4H 2H 7.3 7.9 7.6 8.1 8.4 2,5 10.2 9.8 10.4 10.7
4H 3H 71 7.7 75 8.0 8.3 9.4 9.9 9.7 10.2 10.6
4H 4H 7.0 7.5 74 78 82 9.3 9.8 9.7 10.1 10.5
4H 6H 7.0 7.4 74 7.7 8.1 9.2 9.7 9.6 10.0 10.4
4H 8H 6.9 7.3 7.3 T.7 8.1 9.2 9.6 9.6 10.0 10.4
4H 12H 6.9 7.2 7.3 7.6 8.0 9.1 9.5 9.6 9.9 10.3
8H 4H 6.9 7.3 7.3 7.7 8.1 9.2 9.6 9.6 10.0 10.4
8H 6H 6.8 T4 7.3 7.6 8.0 9.1 9.4 9.5 9.8 10.3
8H 8H 6.8 71 7.2 7.5 8.0 9.0 9.3 9.5 9.8 10.2
8H 12H 6.7 7.0 7.2 T4 79 9.0 9.2 9.5 9.7 10.2
12H 4H 6.9 T2 7.3 76 8.0 9.1 9.5 9.6 9.9 10.3
12H 6H 6.8 7.0 7.2 7.5 8.0 9.0 9.3 9.5 9.8 10.2
12H 8H 6.7 7.0 7.2 T4 7.9 9.0 9.2 9.5 9.7 10.2
Variations with the observer position at spacings:
S=1H 46/-8.5 49/-9.9
1.5H 7.4/1-14.1 7.71-155
2H 9.4/-158 9.7/-18.3
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