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•	 A minimal linear luminaire that floats across the space 
without suspension wires.

•	 Mount between two surfaces with lengths up to 20m.
•	 Rotate the luminaire with the wall-mounted ball joint to 

achieve directional lighting or wall washing.
•	 This is supplied as a kit with tools. This can be cut 

to length.

FEATURES

DIMENSIONS (MM)

IP20 Remote 
LED Driver

Indoor 
Application

Supplied in 
Kit Form

24V DC Input 
Standard

Black

2700K

6 m - 13.5 W/m

Tuneable White

FINISH

COLOUR TEMPERATURE

LENGTH MAXIMUM 15 W/M

SPECIALIST LED

DIMMING

3000K

12 m - 8.7 W/m
20 m - 8.7 W/m

Dim-to-Warm

3500K
4000K

RGB / RGBW / DMX-RGBW

Other
COB Continuous

IP65 LED
48V LED

PLEASE SPECIFY

LED DRIVERS SOLD SEPARATELY

Standard kit; custom LED specs upon enquiry

Wall
Mount

Ceiling 
Mount

Floor 
Mount

1.	 Quoted and supplied in kit form to the closest 5m increment.
2.	 Total meterage to be confirmed before ordering. Allow for offcuts.
3.	 All parts are to be cut, soldered, and assembled on-site to the required lengths.
4.	 Power entry based on LED tape maximum feed length.
5.	 All measurements are in ‘mm’ unless specified.

Phase
Non-dim

DALI
0-10V
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CCT Power
(W/m)

Efficacy
(lm/W)

Lumens
(lm/m)

LED/m Cut
(mm)

Width
(mm)

Length
(m)

Code

2700K 13.5 89 745 120 50 8 10 CLD8120-24-8

3000K 13.5 94 790 120 50 8 10 CLD8120-24-8

3500K 13.5 95 795 120 50 8 10 CLD8120-24-8

4000K 13.5 98 820 120 50 8 10 CLD8120-24-8

CCT Power
(W/m)

Efficacy
(lm/W)

Lumens
(lm/m)

LED/m Cut
(mm)

Width
(mm)

Length
(m)

Code

2700K 8.7 93 810 120 50 12 20 CLDS8120-24-12

3000K 8.7 98 850 120 50 12 20 CLDS8120-24-12

3500K 8.7 100 870 120 50 12 20 CLDS8120-24-12

4000K 8.7 102 890 120 50 12 20 CLDS8120-24-12
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24V LED PARAMETERS - 13.5 W/M

24V LED PARAMETERS - 8.7 W/M

NOTES
1.	 Output data is based on the listed CCTs at CRI90 

under 25±2°C ambient temperature, and IP20/linear metre.
2.	 The listed are the typical values. Actual value 

may differ; changes may be made without notice. 
The tolerance of output data can vary up to 10%.

3.	 IP protection process leads changes to in size, CCT and luminous flux.
4.	 Lumen maintenance reports and IES files upon request.

NOTES
1.	 Output data is based on the listed CCTs at CRI90 

under 25±2°C ambient temperature, and IP20/linear metre.
2.	 The listed are the typical values. Actual value 

may differ; changes may be made without notice. 
The tolerance of output data can vary up to 10%.

3.	 IP protection process leads changes to in size, CCT and luminous flux.
4.	 Lumen maintenance reports and IES files upon request.

CRI >90

CRI >90

5m Reel 
Standard

5m Reel 
Standard

<3 MacAdam 
Ellipse

<3 MacAdam 
Ellipse

SMD 2835

SMD 2835

120 
LEDs/m

120 
LEDs/m

LED Lifetime 
>60,000h

LED Lifetime 
>60,000h

24V DC 
Input

24V DC 
Input

LED Height 
1.5 mm

LED Height 
1.6 mm
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CCT Power
(W/m)

Efficacy
(lm/W)

Lumens
(lm/m)

LED/m Cut
(mm)

Width
(mm)

Length
(m)

Code

2700K 12 104 1,248 160 42 10 10 CLD8168-24-10

3000K 12 110 1,320 160 42 10 10 CLD8168-24-10

3500K 12 112 1,344 160 42 10 10 CLD8168-24-10

4000K 12 115 1,380 160 42 10 10 CLD8168-24-10

IP Image Colour Size Light Transmission

IP20 No Proof 10mm x 2.1mm 100%

IP65 NA Nano-proof 10mm x 2.1mm 98%

IP65 ET Extrusion Tube 12mm x 4.8mm 88%
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24V IP65 LED PARAMETERS

NOTES
1.	 Physical specifications according to the listed CCTs at CRI90 

under 25±2°C ambient temperature, and IP65/linear metre.
2.	 The listed is the typical values. Actual value may differ; 

changes may be made without notice. The tolerance 
of output data can be vary up to 10%.

3.	 98% lumen output rate with nano-proof on the 
LEDs. Delivered lumens are listed in the table.

4.	 Lumen maintenance reports and IES files are available upon request.

5m Reel 
Standard

SMD 2835

160 
LEDs/m

24V DC 
Input

CRI >90 <3 MacAdam 
Ellipse

LED Lifetime 
>60,000h

LED Height 
1.5 mm

LED Strip
PARAMETERS

DESIGN RANGE

IP PARAMETERS
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