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Black

DALI
Non-dim

12W

2700K 4000K

11W

Ra80

24W

3000K 5000K

22W

Ra90

30W

3500K 6500K

33W
44W

36W
48W

FINISH

DIMMING

POWER

COLOUR TEMPERATURE

COLOUR RENDERING

White

Phase
0-10V

POWER OPTIONS FOR 

ROUND GRATING OPTICS

Suspension 
Mount

LED Drivers sold separately

FEATURES

•	 A minimal LED profile with high-efficient LED output.
•	 Various light distribution optics. Grating optics achieve low 

glare for visual comfort with UGR <10 performance.
•	 Available in various standard lengths with corner 

assemblies available.

Standard 
Lengths

IP20 
Protection

Indoor 
Application

<3 MacAdam 
Ellipse

Prismatic

24V 
DC Input

Diffuser
Diffuser/
Prismatic

Grating

Grating 30° 
(UGR <10)

Grating 50° 
(UGR <10)

OPTICS
DIMENSIONS
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Type 609mm
(12W)

1209mm
(24W)

1509mm
(30W)

1809mm
(36W)

2409mm
(48W)

Diffuser
1250 lm 2500 lm 3150 lm 3750 lm 5000 lm

Prismatic
1250 lm 2500 lm 3150 lm 3750 lm 5000 lm

Type 543mm
(11W)

1083mm
(22W)

1621mm
(33W)

2160mm
(44W)

Grating
850 lm 1700 lm 2550 lm 3400 lm

529mm

52
9m

m

529mm

27
7m

m

27
7m

m

277mm
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OUTPUT

CORNERS

NOTES
1.	 Physical specifications according to 4000K, CRI90, and under 25±2°C ambient temperature.
2.	 The listed is the typical values. Actual value may differ; changes may be made 

without notice. The tolerance of output data can be vary up to 10%.
3.	 Lumen maintenance report and IES files upon request.
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LIGHTING EFFECT

Diffuser

Grating 30°

Prismatic

Grating 55°
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