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FEATURES

Mannex Black

DALI
ON/OFF

HE - High Efficiency
HO - High Output

FINISH

COLOUR TEMPERATURE

OPERATING MODE

FORWARD CURRENT

LENGTH

DIMMING

Mannex White
Custom

0-10V

3000K*

350mA

2700K

300mA

BLE

3500K

4000K*

Other

Custom

Tuneable White

400mA

RGB-W

450mA

3000K2700K 3500K 4000K

PLEASE SPECIFY

PLEASE SPECIFY

LED DRIVERS SOLD SEPARATELY

*Standard CCTs. Other CCT upon request.

PLEASE SPECIFY

Recess 
Mount

Custom 
Lengths

Integrated 
LED Driver

Indoor 
Application

UGR <19IP20 
Protection

53mm 
Cutout Width

•	 Micro-prismatic optics with diffuser film to achieve 
diffused low-glare performance of UGR <19, suitable for 
office spaces, commercial, etc. 

•	 Incorporates industry-leading LED boards.
•	 4000K CCT complies with AS/NZS1680.2.5:1997.
•	 Lengths are made to order as specified for each project.
•	 Join multiple profiles for longer runs. Maximum length is 

3m per profile.
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LED Board Operation CCT Current Delivered Lumens

300 mA 606 lm

3x 280mm High Efficiency 4000K 350 mA 696 lm

400 mA 787 lm

450 mA 887 lm

300 mA 1213 lm

3x 280mm High Output 4000K 350 mA 1393 lm

400 mA 1574 lm

450 mA 1754 lm

CRI
>90

3 LM70
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LED BOARD PARAMETERS

NOTES
1.	 Output data is based on tests with the luminaire at 880mm long 

with two Gen5 280mm LED boards and two Gen5 140mm LED 
boards in series at 450mA, 4000K, CRI90, at tp = 25°C.

2.	 Actual values may differ; changes may be made without notice. 
The tolerance of output data can vary up to ±10%.

3.	 Lumen maintenance reports and IES files upon request.

CRI>90 <3 SDCM LED Lifetime 
>72,000h

Constant 
Current

880mm 
Luminaire
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