PERFORMANCE RANGE

Premium Twin oneau

LENGTH

PLEASE SPECIFY

] Custom —|

OPERATING MODE

] HE - High Efficiency
[J HO - High Output

49mm FORWARD CURRENT

E 0 300mA [0 400mA
80mm D 350mA D 450mA

Surface Suspension

Mount Mount COLOUR TEMPERATURE
[] 2700K [J 4000K*
[J 3000K* [J Tuneable White
FEATURES ] 3500K U RGB—VIV
1 1
e Up and down light. [J2700k [] 3000k []3s500k []4000K
e Custom diffuser using a unique optic construction. *Standard CCTs. Other CCT upon request.
® Incorporates industry-leading LED boards.
e 4000K CCT complies with AS/NZS1680.2.5:1997. DIMMING
e Lengths are made to order as specified for each project.
e Join multiple profiles for longer runs. Maximum length is [ ON/OFF
3m per profile. ] DALI
] o-10v
|P20 -— D BLE PLEASE SPECIFY
20 SN
IP20 Custom Integrated Indoor
Protection Lengths LED Driver Application
LED DRIVERS SOLD SEPARATELY
FINISH

Mannex Black
Mannex White
Custom

PLEASE SPECIFY

ACCESSORIES

Suspension Mounting
Kit Bracket
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PERFORMANCE RANGE

Premium Twin oneau

LED BOARD PARAMETERS - DOWNLIGHT

LM70 NOTES
CRI 3 — ~\ 1. Output data is based on tests with the luminaire at
>90 ] (l_) 880mm long with three Gen5 280mm LED boards
in series at 4000K, CRIQO, at tp = 25°C.

et CR-90 DM e T The olerance of cutpus data oo vary cp 16 £10%.
urren uminaire >72, r utpu vary up to +10%.

3. Lumen maintenance reports and IES files upon request.

LED Board Operation CCT Current Delivered Lumens
300 mA 1032 Im
3x 280mm High Efficiency 4000K 350 mA 1195 Im
400 mA 13711Im
450 mA 1527 Im
300 mA 2064 Im
3x 280mm High Output 4000K 350 mA 2390 Im
400 mA 2742 Im
450 mA 3054 Im
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PERFORMANCE RANGE

Premium Twin

oneau

24V LED STRIP PARAMETERS - UPLIGHT

NOTES
CRI 3 5555 — 1. Output data is based on the listed CCTs at CRI9O
>90 gooo oooo

under 25+2°C ambient temperature, and IP20/linear metre.
2. The listed are the typical values. Actual value

24V DC Colour <3 MacAdam SMD 2835 160 LED/m may differ; changes may be made without notice.
Input Rendition Ellipse The tolerance of output data can vary up to 10%.
LM70 L raores ot 26 Flos vmon sequogt Urrinous flix
&
>60,000h 5m Reel
Length
CCT Power CRI Efficacy Lumens LED/m Cut Width Length
5W/m >90 165 Im/W 825Im/m 160 50 mm 10 mm 5 mtr
2700K MO W/m >90 160 Im/W 1600 Im/m 160 50 mm 10 mm 5 mtr
1B5W/m >90 150 Im/W 2250 Im/m 160 50 mm 10 mm 5 mtr
20 W/m >90 140 Im/W 2800 Im/m 160 50 mm 10 mm 5 mtr
5W/m >90 175 Im/W 875Im/m 160 50 mm 10 mm 5 mtr
3000K 10O W/m >90 165 Im/W 1650 Im/m 160 50 mm 10 mm 5 mtr
1B W/ m >90 160 Im/W 2400 Im/m 160 50 mm 10 mm 5 mtr
20W/m >90 155 Im/W 3100 Im/m 160 50 mm 10 mm 5 mtr
5W/m >90 180 Im/W 900 Im/m 160 50 mm 10 mm 5 mtr
3500K MO W/m >90 175 Im/W 1750 Im/m 160 50 mm 10 mm 5 mtr
1BW/m >90 170 Im/W 2600 Im/m 160 50 mm 10 mm 5 mtr
20W/m >90 160 Im/W 3200 Im/m 160 50 mm 10 mm 5 mtr
5W/m >90 180 Im/W 900 Im/m 160 50 mm 10 mm 5 mtr
4000K MO W/m >90 170 Im/W 1700 Im/m 160 50 mm 10 mm 5 mtr
15 W/ m >90 165 Im/W 2475 Im/m 160 50 mm 10 mm 5 mtr
20W/m >90 160 Im/W 3200 Im/m 160 50 mm 10 mm 5 mtr
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PERFORMANCE RANGE

Premium Twin

oneau

48V LED STRIP SPECIFICATION - UPLIGHT

NOTES
CRI 3 5555 — 1. Output data is based on the listed CCTs at CRI9O
>90 gooo 0ooo

under 25+2°C ambient temperature, and IP20/linear metre.
2. The listed are the typical values. Actual value

Lg;‘: 4. Lumen maintenance reports and IES files upon request.
>60,000h o
CCT Power CRI Efficacy Lumens LED/m Cut Width Feed

5W/m >90 86 Im/W 430 Im/m 120 100 mm 12 mm | 50 mtr
10O W/m >90 95 Im/W 950 Im/m 120 100 mm 12 mm | 50 mtr

2700K 1BW/m >90 90 Im/W 1350 Im/m 120 100 mm 12 mm | 50 mtr
20W/m >90 100 Im/W 2005 Im/m 150 100 mm 10 mm 10 mtr
30 W/m >90 96 Im/W 2890 Im/m 240 62.5 mm 12 mm 10 mtr
5W/m >90 104 Im/W 520 Im/m 120 100 mm 12 mm | 50 mtr
TOW/m >90 100 Im/W 1000 Im/m 120 100 mm 12 mm | 50 mtr

3000K 1BW/m >90 95 Im/W 1425 Im/m 120 100 mm 12 mm | 50 mtr
20W/m >90 106 Im/W 210 Im/m 150 100 mm 10 mm 10 mtr
30 W/m >90 102 Im/W 3050 Im/m 240 62.5 mm 12 mm 10 mtr
5W/m >90 10 Im/W 550 Im/m 120 100 mm 12 mm | 50 mtr
TOW/m >90 105 Im/W 1050 Im/m 120 100 mm 12 mm | 50 mtr

3500K 1BW/m >90 100 Im/W 1500 Im/m 120 100 mm 12 mm | 50 mtr
20W/m >90 108 Im/W 2150 Im/m 150 100 mm 10 mm 10 mtr
30 W/m >90 104 Im/W 3125 Im/m 240 62.5 mm 12 mm 10 mtr
5W/m >90 116 Im/W 580 Im/m 120 100 mm 12 mm | 50 mtr
10O W/m >90 120 Im/W 1200 Im/m 120 100 mm 12mm | 50 mtr

4000K 1BW/m >90 115 Im/W 1725 Im/m 120 100 mm 12 mm | 50 mtr
20W/m >90 10 Im/W 2200 Im/m 150 100 mm 10 mm 10 mtr
30 W/m >90 107 Im/W 3200 Im/m 240 62.5 mm 12 mm 10 mtr
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