PERFORMANCE RANGE

Project oneau
COMFORT RECESSED

LENGTH

PLEASE SPECIFY

] Custom —|

OPERATING MODE

] HE - High Efficiency
[J HO - High Output

FORWARD CURRENT

80mm
@ _— [0 300mA [0 400mA
[0 350mA 0 450mA
Recess
Mount 96mm COLOUR TEMPERATURE
] 2700K ] 4000K*
] 3000K* ] Tuneable White
FEATURES ] 3500K ] RGB-W
1
1 1
e Micro-prismatic optics with diffuser film to achieve [J 2700k []3oook []3s00k [] 4000k
diffused low—-glare performance of UGR <19, suitable for *Standard CCTs. Other CCT upon request.
office spaces, commercial, etc.
e Incorporates industry-leading LED boards. DIMMING
e 4000K CCT complies with AS/NZS1680.2.5:1997.
e Lengths are made to order as specified for each project. [J ON/OFF
e Join multiple profiles for longer runs. Maximum length is ] DALI
3m per profile. 0 o-10v
D BLE PLEASE SPECIFY
= 3 B
IP20 Custom Integrated Indoor UGR <19 LED DRIVERS SOLD SEPARATELY
Protection Lengths LED Driver Application F I N | S H
Mannex Black
84mm Mannex White
Cutout Width
Custom

PLEASE SPECIFY
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PERFORMANCE RANGE

Project oneau
COMFORT RECESSED

LED BOARD PARAMETERS

CRI 3 LM70 NOTES
— ~\ 1. Qutput data is based on tests with the luminaire at 880mm long
>90 B (l_) with two Gen5 280mm LED boards and two Gen5 140mm LED

boards in series at 450mA, 4000K, CRIQO0, at tp = 25°C.

et CR-90 DM em® T The tolerance of cutpus data oo vary cp 16 £10%.
urren uminaire >7/2, r utpu vary u + o.

3. Lumen maintenance reports and IES files upon request.

LED Board Operation CCT Current Delivered Lumens
300 mA 1017 Im
3x 280mm High Efficiency 4000K 350 mA 178 Im
400 mA 1351 1Im
450 mA 1505 Im
300 mA 2034 Im
3x 280mm High Output 4000K 350 mA 2355 Im
400 mA 2702 Im
450 mA 3010 Im
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