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FEATURES

Mannex Black

DALI
ON/OFF

HE - High Efficiency
HO - High Output

FINISH

COLOUR TEMPERATURE

OPERATING MODE

FORWARD CURRENT

LENGTH

DIMMING

Mannex White
Custom

0-10V

3000K*

350mA

2700K

300mA

BLE

3500K

4000K*

Other

Custom

Tuneable White

400mA

RGB-W

450mA

3000K2700K 3500K 4000K

PLEASE SPECIFY

PLEASE SPECIFY

LED DRIVERS SOLD SEPARATELY

*Standard CCTs. Other CCT upon request.

PLEASE SPECIFY

Recess 
Mount

Custom 
Lengths

Integrated 
LED Driver

Indoor 
Application

UGR <10IP20 
Protection

•	 Diffused light with honeycomb. Honeycomb up to 2m 
single length.

•	 Low-glare performance of UGR <10, suitable for office 
spaces, commercial, etc. 

•	 Incorporates industry-leading LED boards.
•	 4000K CCT complies with AS/NZS1680.2.5:1997.
•	 Lengths are made to order as specified for each project.
•	 Join multiple profiles for longer runs. Maximum length is 

3m per profile.

84mm 
Cutout Width

https://oneau.com.au/
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CRI
>90

3 LM70

LED Board Operation CCT Current Delivered Lumens

3x 280mm High Output 4000K 400 mA 662 lm

3x 280mm High Output 4000K 450 mA 741 lm

info@luxfx.com.au
03 9417 6986 © 2024 OneAU brand by Lux FX

OAU_LFX-302-H_DS24V1

Project
COMFORT RECESSED

PERFORMANCE RANGE

2

LED BOARD PARAMETERS

NOTES
1.	 Output data is based on tests with the luminaire at 

880mm long with three Gen5 280mm LED boards 
in series at 4000K, CRI90, at tp = 25°C.

2.	 Actual values may differ; changes may be made without notice. 
The tolerance of output data can vary up to ±10%.

3.	 Lumen maintenance reports and IES files upon request.

CRI>90 <3 SDCM LED Lifetime 
>72,000h

Constant 
Current

880mm 
Luminaire

https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=

