FEATURES

J®60J

e Range of baffle and trim colours to suit a variety of aesthetics

e Modular optic system allows variety of beam angles

e Choice of input allows greater flexibility in installation

Bl & 8

3 MacAdam Step

AC or DC Input

Recessed Canopy

50mm Canopy
Cutout

Consistency

OUTPUTS
Input Colour Temp Watts CRI  Flux (Im)

2700K

240V AC 3000K 10W >90 900
4000K
2700K

300mA 3000K 13W >90 1300
4000K

info@Iluxfx.com.au

03 9417 6986

TRIM FINISHES
[ Matte Black
[ Matte White

BAFFLE FINISHES
_ 0  Matte Black

[] Matte White

] Brass

[ Chrome
I I Black Chrome
COLOUR TEMPERATURES
2700K [
3000K [
4000K [

OPTICS & BEAM ANGLES

150 D 180 D Low Glare
24° [] 28° [ LowGlare
36° [ 38° [] LowGlare
60° [ 50° [ LowGlare

WATTAGES

10W [ 240V ACinput
13W ] 300mA DC input

Drivers sold separately

DIMMING OPTIONS

DALI O

O_1OV D PLEASE SPECIFY
Phase [

Other [

Note: Only Phase-dim available with 240V lamps






