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ACCESSORIES

FEATURES

2700K

IP20 Standard unless otherwise indicated

3000K
4000K

5 meter max
LED reels

Supplied in kit 
form

24V DC

End Caps

2m Profiles
Standard

2.2.0

DIMMING OPTIONS

PLEASE SPECIFY

24V DRIVERS SOLD SEPARATELY

DALI
0-10V
Phase
Other

FINISHES

PLEASE SPECIFY COLOUR

Black
White
Anodized Aluminium
Custom

DIFFUSERS

Opal

IP65

10w

MICRO LED

Mounting
Clips

•  Uses micro 4mm LED strip to create thin seams of light
•  Can be installed as surface-mount or recessed
•  Clip-in diffuser for ease of install
•  Standard 2-meter profiles available.  Custom lengths made to order.
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3 MACADAM ELLIPSE STEPS

2.2.0

MICRO LED OUTPUTS

Lenox 8

Code Colour Temp Watts/m LEDs/m CRI IP Rating Lm/w Lm/m

FLS4.10.27.120.20 2700K 9.6 120 >90 IP20 70 630

FLS4.10.27.120.65 2700K 9.6 120 >90 IP65 69 621

FLS4.10.40.120.20 3000K 9.6 120 >90 IP20 78 702

FLS4.10.30.120.65 3000K 9.6 120 >90 IP65 77 693

FLS4.10.40.120.20 4000K 9.6 120 >90 IP20 82 738

FLS4.10.40.120.65 4000K 9.6 120 >90 IP65 81 729


