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Matte Black
Matte White

BAFFLE FINISHES

TRIM FINISHES
Matte Black
Matte White

FEATURES

240V

AC or DC Input 75mm Cutout 3 MacAdam Step 
Consistency

CRI

3

D O W N L I G H T  R A N G E

WATTAGES
10W 240V AC input

300mA DC input

420mA DC input

13W
18W

Drivers sold separately

Note: Only Phase-dim available with 10W 240V lamps

DIMMING OPTIONS

PLEASE SPECIFY

DALI
0-10V
Phase
Other

BEAM ANGLES

COLOUR TEMPERATURES
2700K
3000K
4000K

18° Low Glare

Low Glare

Low Glare

Low Glare

28°
38°
50°

CRI
>90

Watts Input Colour Temp Flux (lm)
2700K

10 240V AC 3000K 900

4000K

2700K

13 300mA DC 3000K 1100

4000K

2700K

18 420mA DC 3000K 1400

4000K

•  Modular optic system allows variety of beam angles
•  Both 240V and low voltage options available
•  Low glare lenses offer class-leading comfort

OUTPUTS

Connect RT FIXED

Elliptical Lens Honeycomb Softening
Lens

IP44 Plastic
Cover

ACCESSORIES



D O W N L I G H T  R A N G E
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Adove data for 38° distribution

Connect RT FIXED


