DOWNLIGHT RANGE

Connect ST oneau’

FIXED

POWER

L] 10W - 240v ac
13W - 300mA DC
L] 18W - 420mapc

| i | COLOUR TEMPERATURE

Ll 2700K

L) 3000k

L) 4000k

d%& BEAM ANGLE

@ 78+78mm L] 18° - UGR<16
Recess utout D 28° - UGR<16
Mount L] 38° - UGR<16

L) 50° - UGR<22

DIMMING
FEATU RES Only TRIAC is available for the 10W 240V
o  Modular connect system. Interchangeable LED lamps, lens L] oN/OFF

optics, lens accessories, and baffle finishes. U pALl

e Low-glare optics for visual comfort. U o-10v
e Minimal trim design. U TRIAC

LED DRIVERS SOLD SEPARATELY

~ CRI K iy FINISH
=

AC or DC CRI>90 <3 MacAdam P20 LED Lifetime O Black
Input Ellipse Protection >50,000h D : White
Ay l\_‘_)
- P
3 REFLECTOR
Low Glare 355° Indoor
Optics Rotation Application D _ Black
0J White
0 Gold
DIMENSIONS O B W specular

ACCESSORIES

@ | | 1075 /1335 /143 U Ll Ll
T@T 6W  10W 13W
\\\\\\\ =

Honeycomb Elliptical Softening
85mm Lens Lens Lens
P44

Protection

All measurements are in ‘'mm’ unless specified.
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DOWNLIGHT RANGE

Connect ST oneau

FIXED

PARAMETERS
Power Input Beam Angle CCT Efficacy Lumens
18° 3000K 92 Im/W 909 Im
10 W 240V AC 28° 3000K 94 Im/W 925 Im
38° 3000K 94 Im/W 926 Im
50° 3000K 89 Im/W 877 Im
18° 3000K 84 Im/W 1082 Im
1BW 300mA DC 28° 3000K 86 Im/W 1105 Im
38° 3000K 87 Im/W 1124 Im
50° 3000K 83 Im/W 1064 Im
18° 3000K 89 Im/W 1497 Im
18 W 420mA DC 28° 3000K 92 Im/W 1532 Im
38° 3000K 92 Im/W 1534 Im
50° 3000K 86 Im/W 1447 Im
2O e isted are the typical values. Actual value may differ; changes may be
(el withoutnotice. Th tlerance of output data can vary up to £5%.
3. Lumen maintenance report and IES files upon request.
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