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•  Available as side-bend
•  Salt water, solvent & UV-resistant silicone construction
•  Suitable for indoor or outdoor installation
•  LM80 rated & RoHS certified

POWER SUPPLIES
SOLD SEPARATELY

FEATURES

Ingress 
Protection

2.4m reels 50mm cutting
increment

cut

ACCESSORIES ALL ACCESSORIES SOLD SEPARATELY

OUTPUTS - 20°

24V DC

Min 200mm
bend radius

Loop Grazer Max

IP67

Colour Temp Watts/m CRI Lm/w Lm/m Max Single 
Length

2700K 36 >80 62 2235 2,400mm
3000K 36 >80 73 2630 2,400mm
4000K 36 >80 85 3060 2,400mm
6500k 36 >80 85 3060 2,400mm

V.2M

Mounting
Clips

Flexible 
Mounting 
Channel

2700K

20° 15x40°

3000K

30°

COLOUR TEMPERATURES

BEAM ANGLES

4000K
6500K

40°

FINISHES

Black

22

50 50

27

23

26.6

16

DIMMING OPTIONS

PLEASE SPECIFY

DALI
0-10V
DMX
Other

Input cable:
End

Input cable:
Side

Input cable:
Bottom
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Loop Grazer Max

V.2M

OUTPUTS - 30°

OUTPUTS - 40°

OUTPUTS - 15x40°

PROJECTION - 20° OPTIC

Colour Temp Watts/m CRI Lm/w Lm/m Max Single 
Length

2700K 36 >80 62 2270 2,400mm
3000K 36 >80 74 2670 2,400mm
4000K 36 >80 85 3140 2,400mm
6500k 36 >80 85 3140 2,400mm

Colour Temp Watts/m CRI Lm/w Lm/m Max Single 
Length

2700K 36 >80 57 2055 2,400mm
3000K 36 >80 67 2420 2,400mm
4000K 36 >80 79 2850 2,400mm
6500k 36 >80 79 2850 2,400mm

Colour Temp Watts/m CRI Lm/w Lm/m Max Single 
Length

2700K 36 >80 54 1945 2,400mm
3000K 36 >80 63 2280 2,400mm
4000K 36 >80 70 2520 2,400mm
6500k 36 >80 70 2520 2,400mm
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