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CRI

• Bends through either top or side axis
• Salt water, solvent & UV-resistant silicone construction
• Suitable for indoor or outdoor installation

POWER SUPPLIES
SOLD SEPARATELY

FEATURES

Ingress 
Protection

Impact
Protection

5.0m reels

ACCESSORIES ALL ACCESSORIES SOLD SEPARATELY
SEE PAGE 2 FOR DIMENSIONS

NOTE: This is the colour of the sides and bottom silicone.  The visible top 
silicone through which the lenses project will remain opaque white.

RGB + 5000K

See page 2 for 
accessories summary.

Not applicable to RGB/RGBW

DIMMING OPTIONS

PLEASE SPECIFY

DALI
0-10V
DMX
Other

OUTPUTS

24V DC

Top bend:
min 150mm 
bend radius

Side bend:
min 200mm 
bend radius

Loop Grazer

IP67

Colour Temp Watts/m CRI Lm/w Lm/m Cut 
Increment

Max Single 
Length

2700K 20 80/90 80 1600 41.7mm 5,000mm
3000K 20 80/90 83 1640 41.7mm 5,000mm
4000K 20 80/90 85 1675 41.7mm 5,000mm
6500k 20 80/90 88 1700 41.7mm 5,000mm
RGB 20 - - - 250mm 5,000mm

RGBW 18 - - - 250mm 5,000mm

V.2M

Clips

Profile

Hinged
Brackets

Glare Shield Flexible 
Channel

Input cable:
End

Input cable:
Side

Input cable:
Bottom
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2700K
RGBW
RGB

15° 60° >80
30° 30X45°

>90

3000K

COLOUR TEMPERATURES

BEAM ANGLES

4000K
6500K

FINISHES

Black
White

IK08

21

27
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Loop Grazer

V.2M

ACCESSORIES

Mounting Clips / Profile

Hinged Mounting Bracket

Light Shield Profile

Flexible Mounting Channel

DIMENSIONS IN MILLIMETERS

30

30

30

65

27.5

28.5

32

30

64

Requires mounting clips or profile

Requires mounting profile

For trimless installation w/ plaster over

*measure channel when installed around luminaire.
As the channel flexes, width can vary.

28.5*

30

1623

Page 2 



F L E X I B L E  S I L I C O N E  L U M I N A I R E

info@luxfx.com.au
03 9417 6986

Optic Distance from Wall (D) Maximum Reach (m)
15° 50mm 1.5
15° 100mm 2.0
15° 150mm 3.0

30° 50mm 1.0
30° 100mm 1.5
30° 150mm 2.0

30x45° 50mm 1.0
30x45° 100mm 1.5
30x45° 150mm 2.0

60° 50mm 1.0
60° 100mm 1.5
60° 150mm 2.0

Loop Grazer

V.2M

PLACEMENT & REACH

D
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