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2700K

15°

5000K

Phase
DALI
0-10V

Non-Dim

COLOUR TEMPERATURE

LENGTH

BEAM ANGLE

DIMMING

3000K
3500K

20°
25°

38°

4000K

60°
20x40°

FINISH

White

Recess 
Mount

Surface 
Mount

Length

Minimum 500mm; Maximum 10,000mm

LED Drivers sold separately

SINGLE CCT

Rigid 
Channel

Tall Rigid 
Channel

Glare Shield 
Channel

Tall Flexible 
Channel

Flexible 
Channel

Adjustable 
Bracket

CABLE ENTRY

LENS OPTIONS

ACCESSORIES

Indoor/
Outdoor

CRI>80

IP68 
Protection

IK08 
Resistance

250mm 
Increments

Standard 5m 
Length

<3 MacAdam 
Ellipse

24V 
DC Input

Lifetime 
>50,000h

FEATURES

•	 Top and side bending. 
•	 Uniform wall washing light with optical lenses for even light 

distribution. Comes with various beam angle options.
•	 Resistant to saltwater, solvents, corrosive gases, flame, UV, 

and anti-dust.
•	 Maximum 5m length with a single feed, and 10m with a 

double feed. Custom lengths are made to order. 

Straight 

Standard 
Transparent 

Bottom

Honeycomb

24 
LEDs/m

All measurements are in ‘mm’ unless specified.

https://oneau.com.au/
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Power CCT  Beam Angle Lumens

18 W/m 2700K 25° 1219 lm/m

18 W/m 3000K 25° 1273 lm/m

18 W/m 3500K 25° 1527 lm/m

18 W/m 4000K 25° 1448 lm/m

18 W/m 5000K 25° 1485 lm/m
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SINGLE CCT

PARAMETERS

NOTES
1.	 Specifications according to a standard lens, and one metre lengths.
2.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±10%.
3.	 Total meterage is to be confirmed before ordering. Lengths are 

made to order and factory sealed to be IP-rated.
4.	 Power entry based on maximum feed length.
5.	 Lumen maintenance report and IES files upon request.
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COLOUR TEMPERATURE

LENGTH

BEAM ANGLE

DIMMING

Recess 
Mount

Surface 
Mount

Length

LED Drivers sold separately

Minimum 500mm; Maximum 3,500mm

20°
25°
38°

60°
20x40°

FINISH

White

DALI
PWM

RGBW

Rigid 
Channel

Tall Rigid 
Channel

Glare Shield 
Channel

Tall Flexible 
Channel

Flexible 
Channel

Adjustable 
Bracket

CABLE ENTRY

LENS OPTIONS

ACCESSORIES

Indoor/
Outdoor

CRI>80

IP68 
Protection

IK08 
Resistance

250mm 
Increments

Standard 5m 
Length

<3 MacAdam 
Ellipse

24V 
DC Input

Lifetime 
>50,000h

FEATURES

•	 Top and side bending. 
•	 Uniform wall washing light with optical lenses for even light 

distribution. Comes with various beam angle options.
•	 Resistant to saltwater, solvents, corrosive gases, flame, UV, 

and anti-dust.
•	 Maximum 3.5m length with a single feed. Custom lengths 

are made to order. 

Straight 

Standard 
Transparent 

Bottom

Honeycomb

24 
LEDs/m

All measurements are in ‘mm’ unless specified.

RGB-W 3000K
4000K
6000K
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Power CCT  Beam Angle Lumens

24 W/m Red 25° 145 lm/m

24 W/m Green 25° 473 lm/m

24 W/m Blue 25° 110 lm/m

24 W/m White (3000K) 25° 334 lm/m

24 W/m RGBW (3000K) 25° 960 lm/m
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RGBW

PARAMETERS

NOTES
1.	 Specifications according to RGBW(3000K), standard lens, and one metre lengths.
2.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±10%.
3.	 Total meterage is to be confirmed before ordering. Lengths are 

made to order and factory sealed to be IP-rated.
4.	 Power entry based on maximum feed length.
5.	 Lumen maintenance report and IES files upon request.
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COLOUR TEMPERATURE

LENGTH

BEAM ANGLE

DIMMING

Recess 
Mount

Surface 
Mount

Length

LED Drivers sold separately

Minimum 500mm; Maximum 10,000mm

20°
25°
38°

60°
20x40°

FINISH

White

DMX

RGBW DMX

Rigid 
Channel

Tall Rigid 
Channel

Glare Shield 
Channel

Tall Flexible 
Channel

Flexible 
Channel

Adjustable 
Bracket

CABLE ENTRY

LENS OPTIONS

ACCESSORIES

Indoor/
Outdoor

CRI>80

IP68 
Protection

IK08 
Resistance

250mm 
Increments

Standard 5m 
Length

<3 MacAdam 
Ellipse

24V 
DC Input

Lifetime 
>50,000h

FEATURES

•	 Top and side bending. 
•	 Uniform wall washing light with optical lenses for even light 

distribution. Comes with various beam angle options.
•	 Resistant to saltwater, solvents, corrosive gases, flame, UV, 

and anti-dust.
•	 Maximum 5m length with a single feed, and 10m with a 

double feed. Custom lengths are made to order. 
Straight 

Standard 
Transparent 

Bottom

Honeycomb24 
LEDs/m

All measurements are in ‘mm’ unless specified.

RGB-W 3000K
4000K
6000K

https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=


Power CCT  Beam Angle Lumens

23 W/m Red 25° 145 lm/m

23 W/m Green 25° 473 lm/m

23 W/m Blue 25° 110 lm/m

23 W/m White (3000K) 25° 334 lm/m

23 W/m RGBW (3000K) 25° 960 lm/m
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RGBW DMX

PARAMETERS

NOTES
1.	 Specifications according to RGBW(3000K), standard lens, and one metre lengths.
2.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±10%.
3.	 Total meterage is to be confirmed before ordering. Lengths are 

made to order and factory sealed to be IP-rated.
4.	 Power entry based on maximum feed length.
5.	 Lumen maintenance report and IES files upon request.
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ACCESSORIES

Rigid 
Channel

Tall Rigid 
Channel

Glare Shield 
Channel

Tall Flexible 
Channel

Flexible 
Channel

Adjustable 
Bracket
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