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L I N E A R  M E C H A N I C A L  L U M I N A I R E

•  Robust mechanical construction for outdoor environments
•  Tough glass face with varying lens options available
•  Suitable for indoor or outdoor installation
•  RGBW variant is directly addressable for DMX control

SOLD SEPARATELY

FEATURES

Ingress 
Protection

Impact 
Protection

Remote Driver

MacAdam
Steps

ACCESSORIES ALL ACCESSORIES SOLD SEPARATELY

OUTPUTS

24V DC

Min 175mm
bend radius
(internal)

Catena Grazer

IP67

Colour Temp Watts/m CRI Lm/w Lm/m
2200K 36 >80 67 2248
2700K 36 >80 73 2618
3000K 36 >80 77 2800
3500K 36 >80 82 2982
4000K 36 >80 88 3176
5000K 36 >80 91 3300
RGBW 36 - - -

V.2M

Surface
Bracket

Adjustable Hinge 
Bracket

See page 2 for accessory dimensions.

2200K 4000K

RGBW
Addressable Pixel Control

2700K

3000K

4000K

5000K

White Value

5000K

15° 40°
60°

10x15°
15x45°
15x60°

2700K

24°

COLOUR TEMPERATURES

BEAM ANGLES

3000K
3500K

30°

FINISHES

Black

CONTROL OPTIONS

LENS OPTIONS

DALI

Standard Honeycomb Anti Glare

0-10V
DMX RGBW variant requires 

DMX control.

RGBW variant requires 
DMX control.

Input cable:
Side

4m Max 
Powered from 
Single Entry

3IK06

2000mm Max
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L I N E A R  M E C H A N I C A L  L U M I N A I R E

Catena Grazer
AVAILABLE LENGTHS

Surface Bracket Adjustable Hinge Bracket

Shown with luminiare mounted Shown with luminiare mounted

ACCESSORY DIMENSIONS

Length LED Links Watts/m Watts/Length
333mm 6 36 12
666mm 12 36 24

1000mm 18 36 36
1333mm 24 36 48
1666mm 30 36 60
2000mm 36 36 72

38.7mm

29mm

25mm28.5mm

38.7mm


