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29mm @
Surface GGmN

Mount

FEATURES

e Flexible structure with continuous illumination without any
shadows or dark areas.

o Robust mechanical construction with tempered glass;
suitable for outdoor environments.

e Maximum single feed length up to 4m for single CCT.

P67 IKO6 3 CRI
E B X

24V IP67 IKO6 <3 MacAdam CRI >80
DC Input Protection Resistance Steps
Min. Bend - R L70
\ q oooo elelele (L_)
84mm Bend Min. 6pcs Min. 333mm 18 LEDs/m LED Lifetime
Int. Radius LEDs/ unit Length >50,000h
BENDING PARAMETERS
—307” N30

Measurements are in ‘'mm’ unless specified.
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LENGTH

Length —

Minimum 333mm; Maximum 4,000mm

COLOUR TEMPERATURE
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DIMMING

LED Drivers sold separately
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LENS OPTIONS

aa

Standard Honeycomb

ACCESSORIES

Mounting Adjustable Glare
Bracket Bracket Shield
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LENGTHS

Min. L=333mm (6x LED) 6 Links (12W)

Max. L=4000mm (72x LED) 72 Links (144W) for single CCT

LED Driver

LT | BEJIE'_I

1000mm 1000mm 1000mm

6 LED links per unit at 333mm long. Can be linked up to 4m with a single power feed for
single CCT; with connectors every 1000mm. Custom lengths available upon request.

PARAMETERS
Power CCT Beam Angle Lumens

15° 2491 Im/m

20° 2465 Im/m

36 W/m 3000K 30° 2945 Im/m
40° 2878 Im/m

10°x15° 3051 Im/m

15°x25° 2229 Im/m

15°x40° 2231 Im/m

-

Specifications according to 3000K, CRI>80, standard

lens, non-dimming, and one metre lengths.

The listed are the typical values. Actual values may differ; changes may be
made without notice. The tolerance of output data can vary up to 10%.
Dimmable versions have a reduced lumen performance by 20%.

Lumen maintenance reports and |IES files are provided upon request.

2.
3.
4.
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39@
29mm @
Surface GGmN

Mount

FEATURES

e Flexible structure with continuous illumination without any
shadows or dark areas.

o Robust mechanical construction with tempered glass;
suitable for outdoor environments.

e Maximum single feed length up to 5m for RGBW.

=
SDCM -’

24V P67 IKO6 <3 MacAdam LED Lifetime
DC Input Protection Resistance Steps >50,000h
Min. Bend
S ol EH E
84mm Bend Min. 6pcs Min. 333mm 18 LEDs/m
Int. Radius LEDs/ unit Length

BENDING PARAMETERS

Measurements are in ‘'mm’ unless specified.
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LENGTH

Length —

Minimum 333mm; Maximum 5,000mm

COLOUR TEMPERATURE

B RGB-W L] 3000K
—E L] 4000K
L0 e000K

BEAM ANGLE
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DIMMING

LED Drivers sold separately

U pAL
PWM

FINISH
_ Black

LENS OPTIONS

aa

Standard Honeycomb

ACCESSORIES

U U]

Mounting Adjustable Glare
Bracket Bracket Shield
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LENGTHS

Min. L=333mm (6x LED) 6 Links (12W)
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Max. L=4000mm (72x LED) 72 Links (144W) for single CCT

LED Driver

[ e

1000mm 1000mm 1000mm

6 LED links per unit at 333mm long. Can be linked up to 5m with a single power feed for
PWM RGBW; with connectors every 1000mm. Custom lengths available upon request.

PARAMETERS
Power CCT Beam Angle Lumens
Red 30° 198 Im/m
36 W/m Green 30° 577 Im/m
Blue 30° 51Im/m
White (4000K) 30° 433 Im/m
RGBW (4000K) 30° 1095 Im/m

1 Specifications according to RGBW(4000K),
standard lens, and one metre lengths.

2. The listed are the typical values. Actual values may differ; changes may be
made without notice. The tolerance of output data can vary up to 10%.

3. Lumen maintenance reports and |IES files are provided upon request.
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Mount

FEATURES

39@
29mm @
Surface GGmN

e Flexible structure with continuous illumination without any

shadows or dark areas.

o Robust mechanical construction with tempered glass;
suitable for outdoor environments.

e Maximum single feed length up to 7m for RGBW DMX.

3L79\
E D EE@

24V P67 IKO6 <3 MacAdam LED Lifetime
DC Input Protection Resistance Steps >50,000h
Min. Bend
\ q oooo elelele;
84mm Bend Min. 6pcs Min. 333mm 18 LEDs/m
Int. Radius LEDs / unit Length

BENDING PARAMETERS

-30°, TNU30°
o )

Measurements are in ‘'mm’ unless specified.
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LENGTH

Length —

Minimum 333mm; Maximum 7,000mm

COLOUR TEMPERATURE

B RGB-wW L] 3000k
—E [l 4000k
UJ

6000K
BEAM ANGLE
U 20° L 10°x15°
0 30° L] 15°x25°
0 40° L 15°x40°
DIMMING
LED Drivers sold separately
B DMmX
FINISH

_ Black

LENS OPTIONS

aa

Standard Honeycomb

ACCESSORIES

Mounting Adjustable Glare
Bracket Bracket Shield
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LENGTHS

Min. L=333mm (6x LED) 6 Links (12W)
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Max. L=4000mm (72x LED) 72 Links (144W) for single CCT

LED Driver

[ e

1000mm 1000mm 1000mm

6 LED links per unit at 333mm long. Can be linked up to 7m with a single power feed for
DMX RGBW; with connectors every 1000mm. Custom lengths available upon request.

PARAMETERS
Power CCT Beam Angle Lumens
Red 30° 198 Im/m
36 W/m Green 30° 577 Im/m
Blue 30° 51Im/m
White (4000K) 30° 433 Im/m
RGBW (4000K) 30° 1095 Im/m

1 Specifications according to RGBW(4000K),
standard lens, and one metre lengths.

2. The listed are the typical values. Actual values may differ; changes may be
made without notice. The tolerance of output data can vary up to 10%.

3. Lumen maintenance reports and |IES files are provided upon request.
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ACCESSORIES - SINGLE CCT

Mounting Bracket Adjustable Bracket
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ACCESSORIES - RGBW
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