
Alta 60
Modular Track Lighting System



Various optical module options, with smart control system for you to create a healthy and 
Light efficiency is up to 143lm/W



UGR<19
Deep anti-glare

143LM/W
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CORNER×5 SMART CONTROL SYSTEM

Multi-sensor

4

CONTINUOUS LIGHT

53

STANDARD MODULES

1

TRACK

Installation: 

Finishes:

Various optical modules include diffuse 112lm/W, high-efficiency 143lm/W, grating,
louvre, UGR<19, honeycomb, asymmetric, double asymmetric, spotlight.
Smart control system with the multi-sensor module.

Integrating wiring and module installation into one, minimizing effort and cost of 
Highly-integrated modular design with multi-functional flexibility.

Modular Track System Solution



Corner Accessories

L-Shaped X-Shaped T-Shaped L-Shaped Inner
200×200×80mm

L-Shaped Outer
200×200×80mm

Installation

Modules

CCT Dimming

Installation

Corner Joins

L T L (Inner)L (Outer)

Finishes

Optics

 Asymmetric
Spotlights Spotlights

Asymmetric
(100

Diffuser Prismatic Louver
(80

Grating Grating

3000K2700K

Surface mounted

Pendant

DIMMING
NO

DIMMING
1-10V
DIMMING

DALI-2+PUSH 1-10V

Ceiling

easy installation and removal

56mm

85mm

Pendant



Tool-free, easy installation and future replacement
Safety tether for added safety.

Modular design, Easy installation

Click into place, Safety tether, 
worry-free



Soldering-free inter-connected 
terminals, Quick electrical connection

40m link-able, no wiring needed

40m single power supply feed.
Quick and easy electrical connection.

Integrated wiring, 
concise and delicate



Standard Integrated Module List

FLOOD LIGHTING ACCENT LIGHTING SMART CONTROL

FLEXIBLE DIFFUSER

A60D DIFFUSED MODULE
143LM/W HIGH EFFICIENCY

A60MS MULTI-SENSOR MODULE

A60P PRISMATIC MODULE

A60L LOUVRE MODULE

A60H HONEYCOMB MODULE

A60A ASYMMETRIC MODULE/
A60A2 DOUBLE ASYMMETRIC MODULE

UGR<19 deep anti-glare

A60G GRILLE MODULE

A60S1 SPOTLIGHT MODULE

A60RD RECESSED DOWNLIGHT
MODULEUGR<19 deep anti-glare

UGR<19 deep anti-glare



· Germany-imported Crestron PC diffuser
· 143 lm/W high efficiency (regular model 112 lm/W)

· 

Diffused Module

A60D

143LM/W

PC Diffuser
Germany-imported
Crestron PC diffuser



A60P

Deep anti-glare

UGR<19

Prismatic Module

· 
· Brightview U.S. imported micro-structure anti-glare plate

· 85lm/W efficiency
· 

Micro-structure anti-glare plate

Use precision equipment to imprint optical 



Deep anti-glare

UGR<19· 
· 

Louvre Module

A60L

>30°

Louvre

Micro-structure anti-glare plate

Use precision equipment to imprint optical 

· 65 lm/W efficiency



>30°

Honeycomb

uniform and soft lighting

Deep anti-glare

UGR<19· 
· Brightview U.S. imported micro-structure anti-glare plate
· 
· 

Honeycomb Module

A60H

Micro-structure anti-glare plate

Use precision equipment to imprint optical 



A60A / A60A2

· 
· 
· 

Asymmetric Module

Polarized lens

light via professional optical design



Deep anti-glare

UGR<10

Diffuser

Black grille cover

>45°

· UGR<13/ UGR<10
· 
· Angle: 24°/ 38°
· 92 lm/W efficiency

· Precise light control, high light utilization

Grille Module

S60G



355°

CRI: >90

Length: 299mm

· UGR<13 / UGR<10 
· 
· Angle: 24°/ 36°
· 52/80 lm/W efficiency
· 0°-355° adjustable horizontally

A60S1

· 

Spotlight Module

Deep anti-glare

UGR<10



Deep anti-glare

UGR<10

· UGR<10 / UGR<19
· 
· Angle: 24°/ 36°
· 60/45 lm/W efficiency
· Precise light control, uniform & soft light

Recessed DownlightModule

>30°

Deep
anti-glare

A60RD

CRI: >90

Length: 299mm



Ceiling installation: 3m
Sensing range setting: 100%/ 75%/ 50%/ 25%

Ceiling installation: 6m
Sensing range setting: 100%

6 62 2
25%
50%
75%
100%

6 62 2
25%
50%
75%
100%

6 62 2

75%
100%

2 2

75%
100%

· Turn on/ off smartly based on movement status
· 
· Installation height: 2.5-6m

Multi-Sensor Module

A60MS

Function



Frosted diffusion process, uniform & soft light, transmittance >85%.



 

184.6mm

600mm 53.8mm

70.3mm

Front view

Optional length

Side view

A60L

Features

· Material: AL6063-T5, spraying surface

· Coating: Black (RAL9005), White (RAL9003) 

· Lighting direction: downward

· U G R：

（ANSI）

· Installation method：Pendant、ceiling

：CE、CB、UKCA、SAA、 、Reach

184.6mm

600mm

311.6mm

1196mm

381.6mm

2388mm

IP20 1-10V
Dimming

DALI-2+PUSH
Dimming

Non
Dimming

Input Voltage (V) Max. Current (A) Type Power (W) Max. Power (W)

0. 5 7 20220 AC~
2 0 AC

. 6 70220 AC~
2 0 AC

0.9 3 37220 AC~
2 0 AC

Lumen (LM)

030

050

070

0

0

70

90

9 0

950

950

950

0

3550

3770

3770

3770

2050

CCT

2700K

3000K

3500K

000K

5000K

6500K

2700K

3000K

3500K

000K

5000K

6500K

3000K

3500K

000K

5000K

6500K

2700K

3000K

3500K

000K

5000K

6500K

2700K

3000K

3500K

000K

5000K

6500K

2700K

3000K

3500K

000K

5000K

6500K

 CRI

> 0

>90

> 0

>90

> 0

>90

Length 

600
mm

2 00
mm

200
mm



A60D

Front view

Optional length

· Material: AL6063-T5, spraying surface

· Coating: Black (RAL9005), White (RAL9003)

· Lighting direction: downward

（ANSI）

Features

· Installation method: Pendant、ceiling

、CB、UKCA、SAA、 、Reach

184.6mm

600mm

184.6mm

600mm

Side view

53.8mm

63.8mm

221.6mm

1196mm

381.6mm

2388mm

IP20 1-10V
Dimming

DALI-2+PUSH
Dimming

Non
Dimming

2700K

3000K

3500K

5000K

6500K

2700K 7056

3000K

3500K 7336

5000K

6500K

2700K 5936

3000K

3500K
5000K

6500K
2700K 2252

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

2700K 3790

3000K

3500K

5000K

6500K

2700K 9009

3000K

3500K 9367

5000K

6500K

Version

Single CCT
control 

models

Max. Current (A)

AC~
AC

AC~
AC

AC~
AC

AC~
AC

AC~
AC

AC~
AC

Input Voltage (V)

0.9

0.9

Type Power (W) Max. Power (W)

37

70

20

20

37

70

CCT / Lumen (LM)

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

2700K

3000K

3500K

5000K

6500K

5000K

6500K

600mm

600mm

00mm

Length 

>90

>90

>90

>90

>90

>90

 CRI

143 lm/W (High efficiency model)



A60P

Front view

Optional length

Side view

Features

· Installation method: Pendant、ceiling

、CB、UKCA、SAA、 、Reach

· Material: AL6063-T5, spraying surface

· Coating: Black (RAL9005), White (RAL9003)

· Lighting direction: downward 

· U G R：

（ANSI）

184.6mm

600mm 53.8mm

63.8mm

184.6mm

600mm

221.6mm

1196mm
311.6mm

1792mm

IP20 1-10V
Dimming

DALI-2+PUSH
Dimming

Non
Dimming

IP20 1-10V
Dimming

DALI-2+PUSH
Dimming

Non
Dimming

Max. Current (A)Input Voltage (V) Type Power (W) Max. Power (W)

AC~
AC

2 30

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

CCT Lumen (LM)

970

990

950

>90

 CRI

0.35600
mm

Length 

AC~
AC

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

>90

0.7mm

2030

2030

2030

2260

2300

AC~
AC

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

>90

mm 0

2900

2900

2900

3230

2650

2730



A60G

Front view

Optional length

Side view

Features

· Installation method：Pendant、ceiling

：CE、CB、UKCA、SAA、 、Reach

· Material: AL6063-T5, spraying surface

· Coating: Black (RAL9005), White (RAL9003)

· Lighting direction: downward 

· U G R：

184.6mm

572mm 53.8mm

70.3mm

184.6mm

572mm

184.6mm

1140mm

311.6mm

2276mm

IP20 1-10V
Dimming

DALI-2+PUSH
Dimming

Non
Dimming

Input Voltage (V)

AC~
AC

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

CCT

>90

 CRIMax. Current (A) Type Power (W) Max. Power (W)

0.3

Lumen (LM)

AC~
AC

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

>90

25 300.6

2300

2300

2300

AC~
AC

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

>90

50 3600

3660

3760

3930

3930

3930

600
mm

Length 

00
mm

00
mm



A60H

Front view

Optional length

Side view

Features

184.6mm

600mm 53.8mm

63.8mm

600mm

IP20 1-10V
Dimming

DALI-2+PUSH
Dimming

Non
Dimming

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

CCT

>90

 CRIInput Voltage (V)

AC~
AC

Max. Current (A) Type Power (W) Max. Power (W)

20

Lumen (LM)

920

960

990

990

990

600
mm

Length 

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

>90AC~
AC00

mm
370.9

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

>90

AC~
AC00

mm
70

3660

3750

3950

3950

3950

3230

3370

3370

3370

· Material: AL6063-T5, spraying surface

· Coating: Black (RAL9005), White (RAL9003)

· Lighting direction: downward 

· U G R：

（ANSI）

· Installation method：Pendant、ceiling

：CE、CB、UKCA、SAA、 、Reach



A60A

Front view

Optional length

Side view

Features

 Material: AL6063-T5, spraying surface

· Coating: Black (RAL9005), White (RAL9003)

· Lighting direction: downward · Installation method：Pendant、ceiling

：CE、CB、UKCA、SAA、 、Reach

184.6mm

600mm

221.6mm

1196mm

311.6mm

2388mm

184.6mm

600mm
53.8mm

45.5mm

IP20 1-10V
Dimming

DALI-2+PUSH
Dimming

Non
Dimming 2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

CCT

>90

 CRIInput Voltage (V)

AC~
AC

Max. Current (A) Type Power (W) Max. Power (W)

0.35

Lumen (LM)

600
mm

Length 

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

>90

AC~
AC 300.7mm

3020

3090

3 30

3250

3250

3250

25 0

2590

27 0

27 0

27 0

2660

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

>90

AC~
AC

00
mm 56 60

6030

6270

6500

6500

6500

5070

5550

5550

5550



2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

CCT

>90

 CRIInput Voltage (V)

AC~
AC

Max. Current (A) Type Power (W) Max. Power (W)

0.35

Lumen (LM)

600
mm

Length 

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

>90

AC~
AC 300.7mm

3020

3090

3 30

3250

3250

3250

25 0

2590

27 0

27 0

27 0

2660

2700K

3000K

3500K

5000K

6500K

2700K

3000K

3500K

5000K

6500K

>90

AC~
AC

00
mm 56 60

6030

6270

6500

6500

6500

5070

5550

5550

5550

A60A2

Front view

Optional length

Side view

Features

 Material: AL6063-T5, spraying surface

· Coating: Black (RAL9005), White (RAL9003)

· Lighting direction: downward · Installation method：Pendant、ceiling

：CE、CB、UKCA、SAA、 、Reach

184.6mm

600mm

221.6mm

1196mm

311.6mm

2388mm

184.6mm

600mm
53.8mm

45.5mm

IP20 1-10V
Dimming

DALI-2+PUSH
Dimming

Non
Dimming



A60S1

3000K

3500K

00K

CCT

>90

 CRI

AC~
AC 0.35 9

Lumen (LM)

299mm

Length Input Voltage (V) Max. Current (A) Type Power (W) Max. Power (W)

· Material: AL6063-T5, spraying surface

· Coating: Black (RAL9005), White (RAL9003)

· Lighting direction: downward 

· Light efficiency: 52/80 lm/W

· CRI: 90

· Installation method：Pendant、ceiling

： CE、CB、UKCA、SAA、 、Reach

90° 355°

299mm

35.5mm

68/95mm

42/52mm
107.2/118.2mm

Features Front viewFeatures

Size

IP20 1-10V
Dimming

DALI-2+PUSH
Dimming

Non
Dimming

A60RD

3000K

3500K

00K

CCT

>90

 CRI

AC~
AC 0.7 6 7 350

360

Lumen (LM)

299mm

Length Input Voltage (V) Max. Current (A) Type Power (W) Max. Power (W)

 · Material: AL6063-T5, spraying surface

· Coating: Black (RAL9005), White (RAL9003)

· Lighting direction: downward 

· Lighting efficiency: 60/45 lm/W

· CRI: 90

· Installation method：Pendant、ceiling

： CE、CB、UKCA、SAA、 、Reach

299mm

49.9mm

Front viewFeatures

IP20 1-10V
Dimming

DALI-2+PUSH
Dimming

Non
Dimming

3000K

3500K

00K

>90AC~
AC 0.5 930

960

299mm

Ø42mm

Ø52mm



Product Accessories Information  

Picture Section size Name Description

Without lighting source;
Size
(Inch Size:

Without lighting source;
Size
(Inch Size:

Without lighting source;
Size
(Inch Size:

Without lighting source;
Size

Without lighting source;
Size
(Inch Size:

Note

Installation
Accessories

Customizable
interconnected
corners

Track

Track 
end cap

Splicing bar
(internal)

Material：AL6063-T5
Surface processing：Spray
Size：

Material：AL6063-T5
Surface processing：Spray
Size：

Material：AL6063-T5
Surface processing：Spray
Size：

Track cover

Material：Iron
Size：

Presence 
sensing 
module

Model

Surface 
mounted
buckle

Pendant
installation 
clip

Size：
(Inch Size:

Size：
(Inch Size:

SMB

A60-PC

A60EC

A60TC

A60T

A60MS

spray 

A60TCEC

A60SB-I

Track cover 
end cap

Material：AL6063-T5
Surface processing：Spray
Size：

Input: ；

Output max: ；

: 

Detection Area: 
Daylight Sensor: 

Detecting Radius: 
(mounting height 3m)

: 2.5-6 m 
Detecting Angle: 
Size：

Track 
Accessories

Picture Section 
Size Description Note

L90

L90N

L90W

T90

Model

L shaped corner

L shaped corner 
(inward lighting)

L shaped corner 
(outward lighting)

T-shaped corner

X90X-shaped corner

Name

2mm

20mm

7mm

φ5mm

22.92mm

Φ

70mm

Φ


