LED NEON FLEX

Loop 270

oneau

LENGTH

U 5m* U 20m

U 10m

*Standard length. Other lengths upon request.

COLOUR TEMPERATURE

0 4000k*
5000K

L 2200k

2700K
[ 3000k*
*Standard CCT. Other CCT upon request.

N

DIMMING

L0 ON/OFF
DALI

U o-10v
Other —|

PLEASE SPECIFY

FEATURES

LED DRIVERS SOLD SEPARATELY

CABLE ENTRY

e Top-bending only.
o  Uniform 3-sided illuminated silicone LED neon flex.
e Resistant to saltwater, solvents, corrosive gases, flame,

and UV; and anti-dust. = = = o
e Standard 5m lengths. Custom lengths are made to order. u ﬂ m E
Right Left Straight Bottom
Side Side
« . CRI
E .
24v Supplied Kit Standard 5m CRI>90 Min. Bend ACCESSORIES
DC Input Form Length R60mm
L70 ] ] ]
G:' oooo IP67 IKO8 ry
\\\\\
Lifetime 156 1P67 IKO8 Indoor/ A
>60,000h LEDs/m Protection Resistance Outdoor Mounting Mounting P68
Clip Channel Connector
Power CCT Lumens Cut Length
MW/m 2200K 710 Im/m 38.5 mm
1. The output data are tested based on 1Imtr lengths.

MW/m 2700K 820 Im/m 38.5 mm 2. The listed is the typical values. Actual value may
differ; changes may be made without notice.

The tolerance of output data can be vary up to 15%.

MW/m 3000K 850 Im/m 38.5 mm 3. Product should be used in ambient
temperature of —20~+55°C.

4. Quoted and supplied in kit for to the
closest 5mtr increment.

MW/m 4000K 870 Im/m 38.5 mm 5. Total meterage to be confirmed before ordering. Allow
for offcuts. All parts are to be cut, soldered, and
assembled on-site to the required lengths. Assembled

MW/m 5000K 850 Im/m 38.5 mm lengths can be supplied at an additional charge.

6. Power entry based on the maximum feed length.
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LED NEON FLEX

Loop 270

CONFIGURATIONS

oneau

Right Side

Straight

Bottom

LIGHT DISTRIBUTION

Left Side

Note: Light distribution data is based on 24V, 4000K colour temperature.

-/+180
-150 150
-120 120
-90 920
-60 60
UNIT:cd
30 30 — C0/180217.0°
o €90/270,113.0°

PRECAUTION

AVERAGE BEAM ANGLE(50%):165.0°

S

3

N

m

9m

10m

Height

Flux out:614.0 Im

2.946,154.71x 1519.15cm
0.7366,38.68 x 3038.30cm
0.3274,17.191x 4557.45¢cm
0.1841,9.671Ix 6076.60cm
0.1179,6.1891 x 7595.75cm
0.0818,4.298Ix / B - \ 9114.90cm
S
0.0601,3.1581 x [T\ 10634.05cm
/ \
S
0.0460,2.418Ix 12153.21cm
L -\
0.0364,1.9101 x / T \ 13672.36cm
/
)
0.0295,1.5471x /’ — \ 15191.51cm
\

Eavg,Emax Angle:165.00deg

Diameter

Cutting identifier

Smooth neat cuts

Insert dowel through reel
on box for easy access

Top bending

No side bending

Avoid irregular cutting

Avoid distortion

Avoid repeated bending
to prevent circuit damage

Avoid repeated twisting
to prevent kinking

Avoid right—-angle bends

Avoid throwing around
to minimise damage

Avoid sharp objects
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