
L70

CRI
>90

Right Side

Left SideStraight

Bottom

R>60mm

IK08IP67

R>60mm15mm

15mm

Loop Omni 15
LED NEON FLEX

info@luxfx.com.au
03 9417 6986 © 2024 OneAU brand by Lux FX

OAU_CLNM3D1515_DS24V1

1

2200K

5m*

5m*
10m

4000K*

DALI
0-10V

ON/OFF

COLOUR TEMPERATURE

LENGTH (48V)

LENGTH (24V)

DIMMING

2700K

10m

3000K*

20m

Other
PLEASE SPECIFY

LED DRIVERS SOLD SEPARATELY

*Standard CCT. Other CCT upon request.

*Standard length. Other lengths upon request.

*Standard length. Other lengths upon request.

Mounting 
Channel

Channel with 
Groove

Mounting 
Clip

Flexible 
Channel

CABLE ENTRY

ACCESSORIES

Min. Bend 
R60mm

Indoor/
Outdoor

IK08 
Resistance

CRI>90

IP67 
Protection

Standard 5m 
Length

168 
LEDs/m

Supplied Kit 
Form

24/48V 
DC Input

Lifetime 
>60,000h

FEATURES

•	 Top and side bending.
•	 Uniform illuminated silicone LED neon flex. 
•	 Resistant to saltwater, solvents, corrosive gases, flame, 

and UV; and anti-dust.
•	 Standard 5m lengths. Custom lengths are made to order. 

48V option up to 20m.

CONFIGURATIONS

Left 
Side

Straight Right 
Side

Bottom
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Input Power  CCT Lumens Cut Length Max. Length

24 VDC 7.2 W/m 2200K 420 lm/m 41.6 mm 5 m

24 VDC 7.2 W/m 2700K 490 lm/m 41.6 mm 5 m

24 VDC 7.2 W/m 3000K 500 lm/m 41.6 mm 5 m

24 VDC 7.2 W/m 4000K 440 lm/m 41.6 mm 5 m

48 VDC 7.2 W/m 2200K 430 lm/m 83.3 mm 10 m

48 VDC 7.2 W/m 2700K 490 lm/m 83.3 mm 10 m

48 VDC 7.2 W/m 3000K 480 lm/m 83.3 mm 10 m

48 VDC 7.2 W/m 4000K 480 lm/m 83.3 mm 10 m
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PARAMETERS

1.	 The output data are tested based on 1mtr lengths.
2.	 The listed is the typical values. Actual value may differ; changes may be made 

without notice. The tolerance of output data can be vary up to 15%.
3.	 Product should be used in ambient temperature of -20~+55°C.
4.	 Quoted and supplied in kit for to the closest 5mtr increment. 
5.	 Total meterage to be confirmed before ordering. Allow for offcuts. All parts 

are to be cut, soldered, and assembled on-site to the required lengths. 
Assembled lengths can be supplied at an additional charge.

6.	 Power entry based on the maximum feed length.

LIGHT DISTRIBUTION
Note: Light distribution data is based on 24V, 4000K colour temperature.
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PRECAUTIONS
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