TRACKS & SPOTS

Axle oneau
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DIMMING
FEATURES
Ll ON/OFF
e The track spotlight adopts high—quality LEDs and U TRIAC
professional optical technology for high efficacy and high-
quality LED lifetime. BODY FINISH

e A minimalistic tubular aesthetic that features a swivel

design for adjustability. E 5 Black
White
2457 ~90 oo © ACCESSORIES

220-240V CRI>90 <3 MacAdam IP20 LED Lifetime
AC Input Standard Ellipse Protection >50,000h ] O ]
O % =S W -
355° 90°
355° 90 Honeycomb Elliptical Lens Flood Lens
Rotation Tilting
Power CCT Efficacy Lumens
20w 2700K 128 Im/W 2560 Im
20w 3000K 134 Im/ W 2680 Im
20w 3500K 139 Im/W 2780 Im
20w 4000K 142 Im/ W 2840 Im
NOTES
1. The listed are the typical values. Actual value may differ; changes may be
made without notice. The tolerance of output data can vary up to +10%.
2. Lumen maintenance report and IES files upon request.
3. All measurements are in ‘'mm’ unless specified.
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TRACKS & SPOTS

Axle oneau

LIGHT DISTRIBUTION

3000K/20W

Beam Angle:17°
h(m) E(x) D(m)

17° 1 8556 029
2 2139 06
3 951 088
4 535 118
5 342 147

Luminous flux luminaire
1252Im (EXTREME CUT OFF)

Beam Angle:22°
h(m) E(Ix) D(m)
. 00 909
22 A 1 6416 039
60 E . 1 2 1604 079
3 713 18
i 4 401 158
30° 30° -
644 5 257 197

Luminous flux luminaire
1584Im (EXTREME CUT OFF)
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