TRACKS & SPOTS

Rocky oneau

POWER

B 45w

COLOUR TEMPERATURE

L1 2700k L] 3500K
[l 3000k L) 4000k
BEAM ANGLE
L) 25e
0 30°
L) s5e
Track
Mount e 2100 COLOUR RENDERING
L) cri9o
L) crig7
FEATURES
DIMMING
e The track spotlight adopts high—quality LEDs and
professional optical technology for high efficacy and high- L oN/OFF
quality LED lifetime. U TRIAC
e Breaking tradition, this track spotlight is large and delivers a
high—-lumen output and efficacy. BODY FINISH
220v CRI 3 o~ O Black
o . o
220-240V CRI>90 <3 MacAdam IP20 LED Lifetime
AC Input Standard Ellipse Protection >50,000h AC C E S S O R | E S

[ L] L]
355° +90°
Rotation Tilting A\

Honeycomb Elliptical Lens Flood Lens
PARAMETERS
Power CCT Efficacy Lumens
45 W 2700K 137 Im/W 6165 Im
45 W 3000K 144 Im/W 6480 Im
45 W 3500K 143 Im/ W 6435 Im
45 W 4000K 146 Im/W 6570 Im
NOTES
1. The listed are the typical values. Actual value may differ; changes may be
made without notice. The tolerance of output data can vary up to +10%.
2. Lumen maintenance report and IES files upon request.
3. All measurements are in ‘'mm’ unless specified.
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TRACKS & SPOTS

Rocky oneau

LIGHT DISTRIBUTION

2700K /45W
Beam Angle:25°
h(m) E(x) D(m)
25° 1 17833 046
2 4458 092
3 1981 138
4 ms 185
5 718 23t
Luminous flux luminaire
45531m (EXTREME CUT OFF)
Beam Angle:30°
h(m) E(x) D(m)
30° 1 15843 057
2 3961 114
3 1760 171
4 990 228
5 634 284
Luminous flux luminaire
4682Im (EXTREME CUT OFF)
Beam Angle:40°
h(m) E(x) D(m)
40° 1 9050 078
2 2262 156
3 1006 234
4 566 31
5 362 389
Luminous flux luminaire
46061m (EXTREME CUT OFF)
Beam Angle:55°
W% h(m) _E( D)
o0 909
55° , 1 5205 106
0 2 1801 2Rr
3 578 319
/ % 4 325 425
% 2 )/ % 5 208 531

Luminous flux luminaire
44221m (EXTREME CUT OFF)
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