
Power Finish Lumens

2 W Black 70 lm

2 W White 133 lm

Juni
STEP LIGHT RANGE

info@luxfx.com.au
03 9417 6986 © 2026 OneAU brand by Lux FX1

FEATURES

Black

3000K

IP68 Connector 
Plastic Housing

2W

FINISH

COLOUR TEMPERATURE

ACCESSORIES

POWER

White

4000K

Recess 
Mount

NOTES
1.	 The listed are the typical values at 4000K CCT. Actual value may differ; changes 

may be made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

DOT

OA-UPWL142A-DS26V1

•	 The small-form-factor that integrates seamlessly into 
walls without obstructing the pathway.

•	 Offers clean, modern aesthetics that enhance both 
residential and commercial outdoor spaces.

•	 Designed for easy integration into solid and hollow 
wall applications.

PARAMETERS

<3 MacAdam 
Ellipse

IP65 
Protection

40° 
Beam Angle

CRI>80

LED Lifetime 
>50,000h

Built-in 
LED Driver

220-240V 
AC Input

Indoor/
Outdoor

Cutout 
Ø44x65

Non 
Dimming

Class III

https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=


Power Finish Lumens

2 W Black 65 lm

2 W White 124 lm

Juni
STEP LIGHT RANGE

info@luxfx.com.au
03 9417 6986 © 2026 OneAU brand by Lux FX2

FEATURES

Black

3000K

IP68 Connector 
Plastic Housing

2W

FINISH

COLOUR TEMPERATURE

ACCESSORIES

POWER

White

4000K

Recess 
Mount

NOTES
1.	 The listed are the typical values at 4000K CCT. Actual value may differ; changes 

may be made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

HYPHEN

OA-UPWL142B-DS26V1

•	 The small-form-factor that integrates seamlessly into 
walls without obstructing the pathway.

•	 Offers clean, modern aesthetics that enhance both 
residential and commercial outdoor spaces.

•	 Designed for easy integration into solid and hollow 
wall applications.

PARAMETERS

<3 MacAdam 
Ellipse

IP65 
Protection

CRI>80

LED Lifetime 
>50,000h

Built-in 
LED Driver

220-240V 
AC Input

Indoor/
Outdoor

Cutout 
Ø44x65

Non 
Dimming

Class III

40° 
Beam Angle

https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=


Power Finish Lumens

2 W Black 30 lm

2 W White 57 lm

Juni
STEP LIGHT RANGE

info@luxfx.com.au
03 9417 6986 © 2026 OneAU brand by Lux FX3

FEATURES

Black

3000K

IP68 Connector 
Plastic Housing

2W

FINISH

COLOUR TEMPERATURE

ACCESSORIES

POWER

White

4000K

Recess 
Mount

NOTES
1.	 The listed are the typical values at 4000K CCT. Actual value may differ; changes 

may be made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

SLOT

OA-UPWL142C-DS26V1

•	 The small-form-factor that integrates seamlessly into 
walls without obstructing the pathway.

•	 Offers clean, modern aesthetics that enhance both 
residential and commercial outdoor spaces.

•	 Designed for easy integration into solid and hollow 
wall applications.

PARAMETERS

<3 MacAdam 
Ellipse

IP65 
Protection

CRI>80

LED Lifetime 
>50,000h

Built-in 
LED Driver

220-240V 
AC Input

Indoor/
Outdoor

Cutout 
Ø44x65

Non 
Dimming

Class III

30° 
Beam Angle

https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=


Power Finish Lumens

2 W Black 50 lm

2 W White 95 lm

Juni
STEP LIGHT RANGE

info@luxfx.com.au
03 9417 6986 © 2026 OneAU brand by Lux FX4

FEATURES

Black

3000K

IP68 Connector 
Plastic Housing

2W

FINISH

COLOUR TEMPERATURE

ACCESSORIES

POWER

White

4000K

Recess 
Mount

NOTES
1.	 The listed are the typical values at 4000K CCT. Actual value may differ; changes 

may be made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

HALO

OA-UPWL142D-DS26V1

•	 The small-form-factor that integrates seamlessly into 
walls without obstructing the pathway.

•	 Offers clean, modern aesthetics that enhance both 
residential and commercial outdoor spaces.

•	 Designed for easy integration into solid and hollow 
wall applications.

PARAMETERS

<3 MacAdam 
Ellipse

IP65 
Protection

CRI>80

LED Lifetime 
>50,000h

Built-in 
LED Driver

220-240V 
AC Input

Indoor/
Outdoor

Cutout 
Ø44x65

Non 
Dimming

Class III

180° 
Beam Angle

https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=


Power Finish Lumens

2 W Black 70 lm

2 W White 133 lm

Juni
STEP LIGHT RANGE

info@luxfx.com.au
03 9417 6986 © 2026 OneAU brand by Lux FX5

FEATURES

Black

3000K

IP68 Connector 
Plastic Housing

2W

FINISH

COLOUR TEMPERATURE

ACCESSORIES

POWER

White

4000K

Recess 
Mount

NOTES
1.	 The listed are the typical values at 4000K CCT. Actual value may differ; changes 

may be made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

DOT-SQ

OA-UPWL142E-DS26V1

•	 The small-form-factor that integrates seamlessly into 
walls without obstructing the pathway.

•	 Offers clean, modern aesthetics that enhance both 
residential and commercial outdoor spaces.

•	 Designed for easy integration into solid and hollow 
wall applications.

PARAMETERS

<3 MacAdam 
Ellipse

IP65 
Protection

CRI>80

LED Lifetime 
>50,000h

Built-in 
LED Driver

220-240V 
AC Input

Indoor/
Outdoor

Cutout 
Ø44x65

Non 
Dimming

Class III

40° 
Beam Angle

https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=

