
Power Beam Angle Lumens A B C

5 W 60° 170 lm 114 180 35

10 W 70° 450 lm 250 114 37
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1

Black

3000K

5W
10W

FINISH

COLOUR TEMPERATURE

POWER

4000K
5000K
5700K

Wall 
Mount

NOTES
1.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

RECTANGLE

•	 Provides low-level lighting for steps, paths, and walkways 
to enhance safety and visibility. 

•	 Designed to direct light downward or across the step 
surface to minimise glare and light spill.

•	 IP65 waterproof for both indoor and outdoor applications; 
anti-UV housing; IK08 high protection level.

FEATURES

PARAMETERS

220-240V 
AC Input

<6 MacAdam 
Ellipse

IP65 
Protection

IK08 
Resistance

CRI>80

LED Lifetime 
>50,000h

Built-in 
LED Driver

Indoor/
Outdoor

Non 
Dimming

Class I
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Power Beam Angle Lumens A B C Cutout

5 W 60° 170 lm 136 202 78 130 x 196

10 W 70° 450 lm 271 135 78 266 x 130
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Black

3000K

5W
10W

FINISH

COLOUR TEMPERATURE

POWER

4000K
5000K
5700K

NOTES
1.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.
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Recess 
Mount

RECTANGLE

•	 Provides low-level lighting for steps, paths, and walkways 
to enhance safety and visibility. 

•	 Designed to direct light downward or across the step 
surface to minimise glare and light spill.

•	 IP65 waterproof for both indoor and outdoor applications; 
anti-UV housing; IK08 high protection level.

FEATURES

PARAMETERS

220-240V 
AC Input

<6 MacAdam 
Ellipse

IP65 
Protection

IK08 
Resistance

CRI>80

LED Lifetime 
>50,000h

Built-in 
LED Driver

Indoor/
Outdoor

Non 
Dimming

Class I
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