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FEATURES Black

Clear

Bronze

Amber

Gold

2200K/2700K/3000K

6W

DECORATIVE RING

GLASS FINISH

COLOUR TEMPERATURE

POWER

DIMMING

White

Smoke Grey

Matte Nickel

Chrome

TRIAC

Wall 
Mount

Surface 
Mount

NOTES
1.	 The listed are the typical system values based on clear glass. Actual 

values may differ depending on the glass finish; changes may be made 
without notice. The tolerance of output data can vary up to ±5%.

2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

BULGE

•	 Modular decorative indoor/outdoor light that can be 
mounted on the wall or the ceiling. Interchangeable 
decorative rings and glass shades in various finishes.

•	 Highly aesthetic transparent glass in various tints or clear, 
paired with an opal finish for a diffused light. 

•	 Moisture resistant: making it ideal for creating aesthetic 
accents suitable for bathrooms and corridors, both indoors 
and outdoors.

PARAMETERS

<3 MacAdam 
Ellipse

Indoor/
Outdoor

IP65 
Protection

IK07 
Resistance

120° 
Beam Angle

CRI>90

LED Lifetime 
>50,000h

Built-in 
Driver

220-240V 
AC Input

Changeable 
CCT
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FEATURES Black

Clear

Bronze

Amber

Gold

2200K/2700K/3000K

6W

DECORATIVE RING

GLASS FINISH

COLOUR TEMPERATURE

POWER

DIMMING

White

Smoke Grey

Matte Nickel

Chrome

TRIAC

Wall 
Mount

Surface 
Mount

NOTES
1.	 The listed are the typical system values based on clear glass. Actual 

values may differ depending on the glass finish; changes may be made 
without notice. The tolerance of output data can vary up to ±5%.

2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

CRYSTAL

•	 Modular decorative indoor/outdoor light that can be 
mounted on the wall or the ceiling. Interchangeable 
decorative rings and glass shades in various finishes.

•	 Highly aesthetic transparent glass in various tints or clear, 
paired with an opal finish for a diffused light. 

•	 Moisture resistant: making it ideal for creating aesthetic 
accents suitable for bathrooms and corridors, both indoors 
and outdoors.

PARAMETERS

<3 MacAdam 
Ellipse

Indoor/
Outdoor

IP65 
Protection

IK07 
Resistance

120° 
Beam Angle

CRI>90

LED Lifetime 
>50,000h

Built-in 
Driver

220-240V 
AC Input

Changeable 
CCT
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FEATURES Black

Clear

Bronze

Amber

Gold

2200K/2700K/3000K

6W

DECORATIVE RING

GLASS FINISH

COLOUR TEMPERATURE

POWER

DIMMING

White

Smoke Grey

Matte Nickel

Chrome

TRIAC

Wall 
Mount

Surface 
Mount

NOTES
1.	 The listed are the typical system values based on clear glass. Actual 

values may differ depending on the glass finish; changes may be made 
without notice. The tolerance of output data can vary up to ±5%.

2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

RIPPLE

•	 Modular decorative indoor/outdoor light that can be 
mounted on the wall or the ceiling. Interchangeable 
decorative rings and glass shades in various finishes.

•	 Highly aesthetic transparent glass in various tints or clear, 
paired with an opal finish for a diffused light. 

•	 Moisture resistant: making it ideal for creating aesthetic 
accents suitable for bathrooms and corridors, both indoors 
and outdoors.

PARAMETERS

<3 MacAdam 
Ellipse

Indoor/
Outdoor

IP65 
Protection

IK07 
Resistance

120° 
Beam Angle

CRI>90

LED Lifetime 
>50,000h

Built-in 
Driver

220-240V 
AC Input

Changeable 
CCT
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