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Mount

Non-dim
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0-10V

LED Drivers sold separately

LENGTH

Length

Minimum 334mm; Maximum 4,008mm

FEATURES

•	 Flexible structure with continuous illumination without any 
shadows or dark areas.

•	 Robust mechanical construction with tempered glass; 
suitable for outdoor environments.

•	 Maximum single feed length up to 4m.

LENS OPTIONS

ACCESSORIES

Standard

Mounting 
Bracket

Honeycomb

Adjustable 
Bracket

IK06 
Resistance

Min. 334mm 
Length

<3 MacAdam 
Steps

18 LEDs/m

CRI >80IP67 
Protection

Min. 6pcs 
LEDs/unit

LED Lifetime 
>50,000h

24V 
DC Input

90mm Bend 
Int. Radius

BENDING PARAMETERS

Measurements are in ‘mm’ unless specified.
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Power Beam Angle Lumens

24° 1551 lm/m

30° 1849 lm/m

24 W/m 40° 1517 lm/m

60° 1330 lm/m

25°x45° 1436 lm/m

30°x60° 1261 lm/m
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PARAMETERS

ACCESSORIES

1.	 Specifications according to 3000K, CRI>80, standard 
lens, non-dimming, and one metre lengths.

2.	 The listed are the typical values. Actual values 
may differ; changes may be made without notice. 
The tolerance of output data can vary up to 10%.

3.	 Dimmable versions have a reduced lumen performance by 20%.
4.	 Lumen maintenance reports and IES files are provided upon request.

Mounting Bracket Adjustable Bracket

6 LED links per unit at 334mm long. Can be linked up to 4008mm with a single power 
feed; with connectors every 1000mm. Custom lengths available upon request. 

Min. L=334mm (6x LED) 6 Links (8W)

Max. L=4008mm (72x LED) 72 Links (96W)

LENGTHS
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