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LED DRIVERS SOLD SEPARATELY

FEATURES

e Loopiis a magnetic track light module in the
Sombre 20 series. (B Black

F
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e Flexible square LED neon. Recessed design to fit S | White

seamlessly within the track and create dynamic curves. MIA Custom
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24/48V CRI>90 <3 MacAdam IP20 LED Lifetime
DC Input Ellipse Protection >50,000h
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1M0° Magnetic Modular Indoor
Beam Angle Track Mount Design Application
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PARAMETERS
Power Length Input Beam Angle CCT Lumen
2700K 370 Im
9w 1000 mm 24/48VDC 1M0° 3000K 380 Im
4000K 405 Im
2700K 580 Im
14 W 2500 mm 24/48VDC 1M0° 3000K 590 Im
4000K 630 Im
2700K 1860 Im
45 W 5000 mm 48VvDC 1M0° 3000K 1900 Im
4000K 2020 Im
NOTES

1. The output data is based on the testing result of 4000K and CRI9O0.

2. The listed data are the typical values. Actual value may differ; changes may
be made without notice. The tolerance of output data can vary up to 10%.
3. Lumen maintenance reports and IES files upon request.
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Square recessed neon <30W

%24—48VDC Power Supply

[Track g4 Track e
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Round neon <30W

Supplementary power supplies are needed beside the spotlight modules,

decorative modules, and linear modules under these conditions:

1.  Power of square recessed neon >30W.

2. Power of round neon >30W.

3. If aDC24V-48V power supply is used to power the track, luminaire modules
with an input voltage of DC24V-48V can only be used.

4. |If a DC48V power supply is used to power the track, luminaire modules with
an input voltage of DC24-48V or DC48V can be used.

OAU_CLMT20NK27_DS25V1

info@Iluxfx.com.au
© 2025 OneAU brand by Lux FX

03 9417 6986



https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=

TRACK LIGHTING RANGE

Sombre 20

ACCESSORIES

oneau

Image

Description

Surface / Pendant Track
(SOM20)

Trimless Recessed Track
(SOM20T)

Surface / Pendant Track
(SOM20H)

@800 / @1000 / &1200
90° Trimless Recessed Curved Track
(SOM20T)

@800 / @1000 / @1200
90° Surface / Pendant Track
(SOM20H)
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Track Blind Cover
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Image Description
Track Power Feeder
J With Cable
ue-—aw Power Connector With
Joining Plate (Recessed)
=e-—52 Power Connector With
<> Joining Plate (Surface/Pendant)
. End Cap
’ (somM20)
End Cap
: (SOM20H)
End Cap
.~ (SOM20T)

Surface Mounting Bracket

Suspension Cable
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ACCESSORIES

Description

L-shaped Corner Downward
(SOM20T)

L-shaped Corner Inward
(sOM20T)

L-shaped Corner Downward
(somM20)

L-shaped Corner Inward
(somM20)

L-shaped Corner Downward
(SOM20H)

L-shaped Corner Inward
(SOM20H)

L-shaped Adjustable Corner
Downward (SOM20H)

T-shaped Adjustable Corner
Downward (SOM20H)

X-shaped Adjustable Corner
Downward (SOM20H)

XY s w2 m B 9 4
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%ASV Power Supply %48V Power Supply

I Track ‘r\’ ‘; | [ Track ‘; ‘\/ | Total track Length<20M
Power<150W

%48V Power Supply g%&SV Power Supply

[ Track // | [ @&E i [ Track (¢

Round neon <30W

%48V Power Supply %48V Power Supply
I Track 7/ | E=Hl W= | — Track 1

ANIRN

Round neon <30W

Supplementary power supplies are needed beside the spotlight modules,
decorative modules, and linear modules under these conditions:

1.  Load >150W on the track or track length of >20mtr

2. Power of the Round Neon >30W
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SOM20R ACCESSORIES

Image Description

Round Surface/Pendant Track
(SOM20R)

End Cap
(With/Without Cable)

Swivel Joint
(With/Without Cable)

/ﬂ Track Power Feeder

Power Connector

1 Suspension Cable

/ Rod Suspension

dlll

Middle Connector
(With/Without Cable)
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