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FEATURES

Track 
Mount

Black

2700K

6W

15°

DALI
ON/OFF

FINISH

COLOUR TEMPERATURE

POWER

BEAM ANGLE

DIMMING

White
Custom

3000K

24°

4000K

36°
50°

CASAMBI PLEASE SPECIFY

LED DRIVERS SOLD SEPARATELY

PLEASE SPECIFY

Other

MECHANICAL DATA

•	 Spotti is a magnetic track light module in the 
Sombre 20 series. 

•	 The spotlight can manoeuvre at various angles to direct 
light at a specific point.

•	 It comes with an optional honeycomb to minimise glare.

<3 MacAdam 
Ellipse

IP20 
Protection

LED Lifetime 
>50,000h

CRI>9024-48V 
DC Input

Indoor 
Application

Modular 
Design

Magnetic 
Track Mount ACCESSORIES

Honeycomb 
Lens

UGR<16 
Low Glare
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Power Beam Angle UGR CCT Lumen

2700K 400 lm

6 W 15° <16 3000K 425 lm

4000K 455 lm

2700K 420 lm

6 W 24° <16 3000K 445 lm

4000K 480 lm

2700K 420 lm

6 W 36° <16 3000K 445 lm

4000K 480 lm

2700K 425 lm

6 W 50° <16 3000K 450 lm

4000K 485 lm

COB
6W

15˚

COB
6W

24˚

COB
6W

36˚

COB
6W

50˚
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PARAMETERS

Spotti 2042
SOM20S42

TRACK LIGHTING RANGE

NOTES
1.	 The output data is based on the testing result of 4000K and CRI90.
2.	 The listed data are the typical values. Actual value may differ; changes may 

be made without notice. The tolerance of output data can vary up to 10%.
3.	 Lumen maintenance reports and IES files upon request.

LIGHT DISTRIBUTION
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Supplementary power supplies are needed beside the spotlight modules, 
decorative modules, and linear modules under these conditions:
1.	 Power of square recessed neon >30W.
2.	 Power of round neon >30W.
3.	 If a DC24V-48V power supply is used to power the track, luminaire modules 

with an input voltage of DC24V-48V can only be used.
4.	 If a DC48V power supply is used to power the track, luminaire modules with 

an input voltage of DC24-48V or DC48V can be used.
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ACCESSORIES

Image Description

Surface / Pendant Track
(SOM20)

Trimless Recessed Track
(SOM20T)

Surface / Pendant Track
(SOM20H)

Ø800 / Ø1000 / Ø1200
90° Trimless Recessed Curved Track

(SOM20T)

Ø800 / Ø1000 / Ø1200
90° Surface / Pendant Track

(SOM20H)

Track Blind Cover
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ACCESSORIES

Image Description

Track Power Feeder
With Cable

Power Connector With
Joining Plate (Recessed)

Power Connector With
Joining Plate (Surface/Pendant)

End Cap
(SOM20)

End Cap
(SOM20H)

End Cap
(SOM20T)

Surface Mounting Bracket

Suspension Cable
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ACCESSORIES

Image Description

L-shaped Corner Downward
(SOM20T)

L-shaped Corner Inward
(SOM20T)

L-shaped Corner Downward
(SOM20)

L-shaped Corner Inward
(SOM20)

L-shaped Corner Downward
(SOM20H)

L-shaped Corner Inward
(SOM20H)

L-shaped Adjustable Corner
Downward (SOM20H)

T-shaped Adjustable Corner
Downward (SOM20H)

X-shaped Adjustable Corner
Downward (SOM20H)
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Supplementary power supplies are needed beside the spotlight modules, 
decorative modules, and linear modules under these conditions:
1.	 Load >150W on the track or track length of >20mtr
2.	 Power of the Round Neon >30W
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SOM20R ACCESSORIES

Image Description

Round Surface/Pendant Track
(SOM20R)

End Cap
(With/Without Cable)

Swivel Joint
(With/Without Cable)

Middle Connector
(With/Without Cable)

Track Power Feeder

Power Connector

Suspension Cable

Rod Suspension
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