
Coda 100
DOWNLIGHT RANGE

info@luxfx.com.au
03 9417 6986 © 2026 OneAU brand by Lux FX

OA_KC172D01000_DS26V1

1

FEATURES

Black

Black

Phase
Non-dim

2700K

10W

CRI>90

15°

BODY FINISH

REFLECTOR

COLOUR TEMPERATURE

POWER

COLOUR RENDERING

BEAM ANGLE

DIMMING

White

White

DALI

3000K

12W

CRI>97

26°
38°
50°

0-10V
CASAMBI

3500K
4000K

Recess 
Mount

LED Drivers sold separately

DIMENSIONS

All measurements are in ‘mm’ unless specified.

•	 Sleek profile blends into the ceiling while maintaining a 
subtle architectural presence.

•	 Semi-recessed design that allows tilt and rotational 
functionality, allowing precise targeting of light to highlight 
artwork, displays, or architectural features.

•	 Engineered to minimise glare and provide comfortable, 
high-quality illumination.

<3 MacAdam 
Ellipse

IP20 
Protection

LED Lifetime 
>50,000h

Cutout 
Ø100mm

Round 
Cutout

Indoor 
Application

Remote 
LED Driver

UGR<10 
Low Glare

Minimum recessed depth: 132mm
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Power CCT Beam Angle Lumens

15° 796 lm

10W 3000K 26° 885 lm

38° 850 lm

50° 807 lm

15° 929 lm

12W 3000K 26° 1030 lm

38° 1022 lm

50° 987 lm
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Coda 100
DOWNLIGHT RANGE

PARAMETERS
NOTES
1.	 Physical specifications based on 3000K, CRI90, 

and under -20°C~40°C ambient temperature.
2.	 The listed values are the typical values. Actual value 

may differ; changes may be made without notice. 
The tolerance of output data can vary up to 10%.

3.	 Lumen maintenance reports and IES files upon request.

LIGHT DISTRIBUTION
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