
Power Efficacy Lumens

5 W 136 lm/W 680 lm

10 W 118 lm/W 1180 lm

15 W 113 lm/W 1700 lm

A B C

163 Ø60 78

185 Ø76 93

207 Ø100 118

Klyne
OUTDOOR RANGE
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OA-UPWL149-DS26V1

1

Black

DALI

3000K

5W

FINISH

COLOUR TEMPERATURE

POWER

DIMMING

White
Anthracite Grey

4000K

10W

TRIAC

5000K

15W

Wall 
Mount

NOTES
1.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

•	 Unique convex lens which provides a clear lighting cut-off 
visual effect.

•	 Clean, chic, and sharp design that is well suited for indoor 
and outdoor applications.

•	 Can be installed as an uplight or a downlight.

FEATURES

IMAGES

DIMENSIONS

PARAMETERS

220-240V 
AC Input

<3 MacAdam 
Ellipse

IP65 
Protection

IK06 
Resistance

CRI>80

LED Lifetime 
>50,000h

Built-in 
LED Driver

100° 
Beam Angle

Indoor/
Outdoor

https://oneau.com.au/
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Power Efficacy Lumens

8 W 136 lm/W 680 lm

18 W 118 lm/W 1180 lm

25 W 113 lm/W 1700 lm

A B C

178 Ø60 78

200 Ø76 93

230 Ø100 118

OUTDOOR RANGE
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OA-UPWL149-DS26V1

2

Black

DALI

3000K

FINISH

COLOUR TEMPERATURE

POWER

DIMMING

White
Anthracite Grey

4000K

TRIAC

5000K

Wall 
Mount

NOTES
1.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

8W
18W
25W

Klyne II

•	 Unique convex lens which provides a clear lighting cut-off 
visual effect.

•	 Clean, chic, and sharp design that is well suited for indoor 
and outdoor applications.

•	 Up and down lighting.

FEATURES

IMAGES

PARAMETERS

220-240V 
AC Input

<3 MacAdam 
Ellipse

IP65 
Protection

IK06 
Resistance

CRI>80

LED Lifetime 
>50,000h

Built-in 
LED Driver

100° 
Beam Angle

Indoor/
Outdoor

DIMENSIONS
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