POWER

L) 1ow
18w —— U Up & Down Light
— [ Up Light
- Down Light

COLOUR TEMPERATURE

[l 3000k
L) 4000k
150/300 9%
; N .
Wall
Mount 8 2
e Up & down lighting, with the option to have up/down
lighting for the 18 W version.
e |P54 waterproof design; suitable for outdoor applications.
e ADC12 housing material provides excellent thermal
management and 94-VO fire-rated PC
220V
~ e 30 IP54 IKO7
240V >80 SDCM
220-240V CRI>80 <3 MacAdam IP54 IKO7
AC Input Ellipse Protection Resistance
~& F==n L70
T & NOTES
bl 1. Physical specifications according to 4000K, CRI
° - e 80, and under 25+2°C ambient temperature.
B 100 Bm!t n " Non LED Lifetime 2. The listed are the typical values. Actual value
eam Angle Driver Dimmable >50,000h ) ; B .
may differ; changes may be made without notice.
The tolerance of output data can vary up to +10%.
3. Lumen maintenance report and IES files upon request.
4. All measurements are in ‘'mm’ unless specified.
Power Size Dimming Direction Lumens
Up & Down 2x 600 Im
18 W 300mm TRIAC Up 1200 Im
Down 1200 Im
10w 150mm - Up & Down 2x 250 Im
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