
Power Lumens

8 W 890 lm

Elna
OUTDOOR RANGE

info@luxfx.com.au
03 9417 6986 © 2026 OneAU brand by Lux FX1

FEATURES

Black

3000K

36°

Surface

FINISH

COLOUR TEMPERATURE

POWER

BEAM ANGLE

MOUNTING

4000K

8W

Spike

5000K

Surface 
Mount

NOTES
1.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

60°

OA-UPNL154A-DS26V2

•	 Garden light that can be surface mounted or mounted on 
a garden spike.

•	 Adopts Bridgelux COB light source with optics of various 
beam angles.

PARAMETERS

<3 MacAdam 
Ellipse

90° Tilt

IP65 
Protection

LED Lifetime 
>50,000h

Built-In 
Driver

IK06 
Resistance

Outdoor 
Application

CRI>80

350° 
Rotation

220-240V 
AC Input

https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=


Power Lumens

8 W 840 lm

Elna
OUTDOOR RANGE

info@luxfx.com.au
03 9417 6986 © 2026 OneAU brand by Lux FX2

FEATURES

Black

3000K

36°

Surface

FINISH

COLOUR TEMPERATURE

POWER

BEAM ANGLE

MOUNTING

4000K

8W

Spike

5000K

Surface 
Mount

NOTES
1.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

50°

OA-UPNL154B-DS26V2

SNOOT

•	 Garden light that can be surface mounted or mounted on 
a garden spike.

•	 Adopts Bridgelux COB light source with optics of various 
beam angles.

•	 Snoot design to reduce glare.

PARAMETERS

<3 MacAdam 
Ellipse

90° Tilt

IP65 
Protection

LED Lifetime 
>50,000h

IK06 
Resistance

Outdoor 
Application

CRI>80

350° 
Rotation

Built-In 
Driver

220-240V 
AC Input

https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=


Power Spotlight Lumens

8 W 1x 880 lm

2x 8W 2x 1740 lm

Elna
OUTDOOR RANGE

info@luxfx.com.au
03 9417 6986 © 2026 OneAU brand by Lux FX3

FEATURES

POWER

Surface 
Mount

NOTES
1.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
3.	 All measurements are in ‘mm’ unless specified.

3000K

8W
2x 8W

36°

COLOUR TEMPERATURE

BEAM ANGLE

4000K
5000K

Surface

650mm

MOUNTING

POLE HEIGHT

Spike

1010mm

Black

FINISH

60°

OA_UPNL154C_DS26V2

POLE

•	 Garden light that can be surface mounted or mounted on 
a garden spike.

•	 Adopts Bridgelux COB light source with optics of various 
beam angles.

•	 Various pole heights: 650mm / 1010mm.

PARAMETERS

<3 MacAdam 
Ellipse

90° Tilt

IP65 
Protection

LED Lifetime 
>50,000h

IK06 
Resistance

Outdoor 
Application

CRI>80

350° 
Rotation

220-240V 
AC Input

Built-In 
Driver

https://oneau.com.au/
mailto:info%40luxfx.com.au?subject=

