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FEATURES

DIMENSIONS (MM)

Black

DALI

1.5 x 5.0 Ellipse Lens

Non-Dim

Honeycomb

IP44 Lens

2700K

6 W 
9 W 
13 W 

FINISH

COLOUR TEMPERATURE

POWER

BEAM ANGLE

DIMMING

White

0-10V 

1.5 x 6.0 Ellipse Lens

3000K

TRIAC

1.5x Zoom Lens
3.0x Zoom Lens

4000K

LED DRIVERS SOLD SEPARATELY

ACCESSORIES 1

ACCESSORIES 2

Surface 
Mount

Black

Gold

REFLECTOR

White

Specular

<3 MacAdam 
Ellipse

IP20 
Protection

Remote 
LED Driver

20° 
Tilt Range

Indoor 
Application

LED Lifetime 
>125,000h

CRI>90DC 
Input

Low Glare 
Optics

355° 
Rotation

All measurements are in ‘mm’ unless specified.

18° - UGR<10

38° - UGR<16
24° - UGR<10

50° - UGR<19

•	 Modular ‘connect’ system with interchangeable LED lamps, 
optics, baffles, and various accessories.

•	 Minimal design with enhanced ventilation to optimise 
LED performance.

•	 Adjust the angle precisely through the unique click-lock 
Gimbal technology.

•	 Standard low-glare optics.
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Power Beam CCT Efficacy Lumens Lamp

18° 3000K  84 lm/W 464 lm ORA10-06-XX-04

6 W - 130mA DC 24° 3000K  88 lm/W 507 lm ORA10-06-XX-04

38° 3000K  89 lm/W 494 lm ORA10-06-XX-04

50° 3000K  84 lm/W 467 lm ORA10-06-XX-04

18° 3000K  79 lm/W 741 lm ORA10-09-XX-04

9 W - 210mA DC 24° 3000K  81 lm/W 753 lm ORA10-09-XX-04

38° 3000K  83 lm/W 798 lm ORA10-09-XX-04

50° 3000K  78 lm/W 749 lm ORA10-09-XX-04

18° 3000K  81 lm/W 1061 lm ORA10-13-XX-04

13 W - 300mA DC 24° 3000K  84 lm/W 1092 lm ORA10-13-XX-04

38° 3000K  84 lm/W 1113 lm ORA10-13-XX-04

50° 3000K  78 lm/W 1012 lm ORA10-13-XX-04
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PARAMETERS

LED Module
LGL OPTICS

DOWNLIGHT RANGE

NOTES
1.	 The listed are the typical delivered lumen values with the LGL lens. 

Actual value may differ; changes may be made without notice. 
The tolerance of output data can vary up to ±10%.

2.	 Other lumen data for other CCTs and lens optics upon request.
3.	 Lumen maintenance report and IES files upon request.
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