
Power CCT Efficacy Lumens

18° 3000K 58 lm/W 321 lm

30° 3000K 76 lm/W 428 lm

50° 3000K 79 lm/W 422 lm
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FEATURES

PARAMETERS

<3 MacAdam 
Ellipse

IP65 
Protection

LED Lifetime 
>50,000h

CRI>90

Indoor/
Outdoor

35V 
DC Input

Remote 
LED Driver

Silver Stainless

Phase
Non-dim

FINISH

COLOUR TEMPERATURE

POWER

BEAM ANGLE

DIMMING

Black Stainless

DALI
0-10V

LED DRIVERS SOLD SEPARATELY

In-Ground

NOTES
1.	 Physical specifications according to 3000K, CRI90, 

and under 25±2°C ambient temperature.
2.	 The parameters are the delivered lumens of the LED module and 

not the luminaire. Actual values may differ; changes may be made 
without notice. The tolerance of output data can vary up to ±10%.

3.	 Lumen maintenance report, IES files, and IP test reports are available upon request.
4.	 All measurements are in ‘mm’ unless specified.

6W - 120mA DC

2700K
3000K
4000K

18°
30°
50°

•	 Stainless steel construction with tempered glass.
•	 Replaceable lamp design for future maintenance.
•	 Honeycomb design to reduce glare.
•	 Fits inside a standard Ø48.1 mm PVC-U pipe class 12.
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FRAME

Ø48.5 mm 
Cutout
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