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Black

Phase
Non-dim

2700K

10 W Uplight

20 W Uplight
13 W Uplight

28 W Uplight

18 W

50 W
26 W

68 W

FINISH

COLOUR TEMPERATURE

POWER

DIMMING

White

DALI

3000K
4000K

0-10V

Uplighting is optional

Suspension 
Mount

SUSPENSION

Cable Rod

FEATURES

DIMENSIONS

•	 Minimalist disc design that complements contemporary 
interior spaces.

•	 Microprismatic diffuser ensures soft, uniform light while 
reducing visual glare.

•	 Optional uplighting module for indirect lighting.
•	 Offered in various diameters and lumen packages to suit 

different room scales and tasks.
•	 Powered by a back-lit OSRAM LED engine for reliable, 

energy-efficient illumination.

All measurements are in ‘mm’ unless specified.

<3 MacAdam 
Ellipse

IP40 
Protection

Low-Glare 
UGR<19

CRI>90220-240V 
AC Input

90° 
Beam Angle

LED Lifetime 
>50,000h

Class IIndoor 
Application

Built-in 
Driver
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Black

Black + Gold

Phase
Non-dim

2700K

10 W Uplight

20 W Uplight
13 W Uplight

28 W Uplight

18 W

50 W
26 W

68 W

FINISH

COLOUR TEMPERATURE

POWER

DIMMING

White

White + Gold

DALI

3000K
4000K

0-10V

SUSPENSION

Uplighting is optional

Suspension 
Mount

Cable Rod

TRIM

FEATURES

DIMENSIONS

•	 Minimalist disc design with a decorative trim that 
complements contemporary interior spaces.

•	 Microprismatic diffuser ensures soft, uniform light while 
reducing visual glare.

•	 Optional uplighting module for indirect lighting.
•	 Offered in various diameters and lumen packages to suit 

different room scales and tasks.
•	 Powered by a back-lit OSRAM LED engine for reliable, 

energy-efficient illumination.

All measurements are in ‘mm’ unless specified.

<3 MacAdam 
Ellipse

IP40 
Protection

Low-Glare 
UGR<19

CRI>90220-240V 
AC Input

90° 
Beam Angle

LED Lifetime 
>50,000h

Class IIndoor 
Application

Built-in 
Driver
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Size Power System (W) CCT Lumens

Ø350*50mm 18 W Downlight 4000K 2200 lm

10 W Uplight 900 lm

Ø450*50mm 26 W Downlight 4000K 3000 lm

13 W Uplight 1180 lm

Ø600*50mm 50 W Downlight 4000K 6500 lm

20 W Uplight 1800 lm

Ø900*50mm 68 W Downlight 4000K 8500 lm

28 W Uplight 2890 lm
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PARAMETERS

NOTES
1.	 The listed are the typical values. Actual value may differ; changes may be 

made without notice. The tolerance of output data can vary up to ±5%.
2.	 Lumen maintenance report and IES files upon request.
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