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LED DRIVERS SOLD SEPARATELY
0 Non-dim
FEATURES U Phase
U pALI
e  Simple tubular pendant light with a selection of U o-10v
various finishes.
e Perfect choice for high—-end residential, hotels, hospitality, BODY FINISH

retail, and other applications.

e High CRI and high—quality LED lifetime. Sand Black
Sand White
Custom
220V CRI 3 Ay
220V AC CRI>90 <3 MacAdam IP20 Low-Glare PLEASE SPECIFY
Input Ellipse Protection UGR<16
L80-B10
REFLECTOR FINISH
LED Lifetime -20-40°C Remote Indoor U 5 Sand Black
>50,000h Environment LED Driver Application D
CANOPY
DIMENSIONS

U Surface Mount
L) Flush Recessed (cutout @40mm)
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Suspended Dl MMING
LED DRIVERS SOLD SEPARATELY
U Non-dim
FEATURES U Phase
U pALI
e  Simple tubular pendant light with a selection of U o-10v
various finishes, and features an acrylic decorative lens.
e Perfect choice for high—-end residential, hotels, hospitality, BODY FINISH

retail, and other applications.

e High CRI and high—quality LED lifetime. Sand Black
Sand White
Custom
220V CRI 3 Ay
220V AC CRI>90 <3 MacAdam IP20 Low-Glare PLEASE SPECIFY
Input Ellipse Protection UGR<16
L80-B10
REFLECTOR FINISH
LED Lifetime -20-40°C Remote Indoor U 5 Sand Black
>50,000h Environment LED Driver Application D
CANOPY
DIMENSIONS

U Surface Mount

L) Flush Recessed (cutout @40mm)
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PARAMETERS

Power Beam CCT Luminaire Flux
18° 3000K 528 Im
8w 23° 3000K 626 Im
32° 3000K 675 Im
18° 3000K 642 Im
10w 23° 3000K 774 Im
32° 3000K 823 Im

NOTES

1 Physical specifications according to 3000K, CRI90,

and under 25+2°C ambient temperature.

The listed are the typical values. Actual value may differ; changes may be

made without notice. The tolerance of output data can vary up to +10%.

LED chip is SDCM<3, and the luminaire has SDCM<5 after secondary reflection.
Lumen maintenance report and IES files upon request.

All measurements are in ‘'mm’ unless specified.

2.
3.
4.
5.
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