POWER maxiMum 15 w/m

5W 10W 15W

o4vpc U 0 0
48 vpc U O 0

COLOUR TEMPERATURE

U 2700k L] 3500K
3000K Ll 4000k

SPECIALIST LED

E U Tuneable White
0 Dim-to-Warm

O

O

RGB / RGBW / DMX-RGBW
IP65 LED Tape
L coB Continuous

Suspended Surface

DIMMING

FEATURES LED DRIVERS SOLD SEPARATELY

e Various lenses and diffusers that can be customised in L] Non-dim U pALI
various combinations. U Phase U o-10v

o Clear diffuser creates an IP67 construction.

e Standard 2m profile lengths. Custom lengths are FINISH

made to order.

Aluminium
24V / 48V Supplied Kit Standard 2m Standard Indoor LENS
DC Input Form Length 1P20 Application

(\:) S Honeycomb White (61% LT)

Honeycomb Black (40% (1)

Modular Low-Glare Remote D Grille (61% LT)
Design Options LED Driver

DIFFUSER

DIMENSIONS (MM)

0J Opal (76% LT) L] 30° Lens (131% 1)
Clear* (94%LT) L] 60° Lens (128% LT)

*IP67 - REQUIRES GLUING DURING INSTALLATION

ACCESSORIES

39

O Suspension Kit

28

Quoted and supplied in kit form to the closest 5m increment.

Total meterage to be confirmed before ordering. Allow for offcuts.

All parts are to be cut, soldered, and assembled on-site to the required
lengths. Assembled lengths can be supplied at an additional charge.
Power entry based on LED tape maximum feed length.

All measurements are in ‘'mm’ unless specified.

1.
2.
3.
a.
5.
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POWER up & bown max. TOTAL 20w /M

5w 10w

o4vpc U 0
48 vpc U O

COLOUR TEMPERATURE

U 2700k L] 3500K
3000K Ll 4000k

SPECIALIST LED

E U Tuneable White
0 Dim-to-Warm

O

O

RGB / RGBW / DMX-RGBW
IP65 LED Tape
L coB Continuous

DIMMING

Suspended

FEATURES LED DRIVERS SOLD SEPARATELY

e Up & down lighting for direct and indirect light. U Non-dim U pALl

e |P20 up light. Clear diffuser creates an IP67 construction U Phase U o-10v
for the down light.

e Standard 2m profile lengths. Custom lengths are FINISH

made to order.

Aluminium
24V / 48V Supplied Kit Standard 2m Standard Indoor LENS
DC Input Form Length 1P20 Application

(\:) S Honeycomb White (61% LT)

Honeycomb Black (40% (1)

Modular Low-Glare Remote D Grille (61% LT)
Design Options LED Driver

DIFFUSER

DIMENSIONS (MM)

0J Opal (76% LT) L] 30° Lens (131% 1)
Clear* (94%LT) L] 60° Lens (128% LT)

*IP67 - REQUIRES GLUING DURING INSTALLATION

ACCESSORIES

39

O Suspension Kit
28

Quoted and supplied in kit form to the closest 5m increment.

Total meterage to be confirmed before ordering. Allow for offcuts.

All parts are to be cut, soldered, and assembled on-site to the required
lengths. Assembled lengths can be supplied at an additional charge.
Power entry based on LED tape maximum feed length.

All measurements are in ‘'mm’ unless specified.

SEETINES
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ACCESSORIES

Image Description Length Design Detail
o |19.8
Silver anodized profile 1000mm 3
28.0
Honeycomb lens proo—g . P A,
(White light trans. >61%) 1000mm ,?, T I 1D
(Black light trans. >40%) (203.7mm x 5pcs) 19.6
E 3 E pa B pa -
Grille lens ] .
) . 2037mm g5 T T
(light trans. >61%) 19.6 L T — —
Opal diffuser — 1 [
e 6%) 1000mm 2 T
light trans. >76% 243
*IP67 OPTION - REQUIRES GLUING DURING INSTALLATION ) :\ 11}
r 5 ~
Clean diffuser bRl =/ L=/
1000mm e —r
1 (light trans. >94%) B -
L (335mm/PC*3) 242
30 degree lens = 9 ? - -
(light trans. >131%) 1000mm o/ — ™
1 . o
¢ (335mm/PC*3)  18.0
60 degree lens = 4 ? \=/ \=
(light trans. >128%) 1000mm @ L o T
1 .
9 ° (335mm/PC*3) 180
P10 B pa pro— E 3
0
Aluminium Mounting Plate 1000mm 3 \—l o o o T
25.0
Aluminium Endcap -
Aluminium screwless endcap with hole
Aluminium screwless endcap without hole
. 1200mm 9 g~ B
Suspension Kits A 2500mm o i 5
26.0 18.5
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24V LED PARAMETERS

NOTES

CRI 3 @ ooog 1. Output data is based on the listed CCTs at CRI90

>90 SDCM — under 25+2°C ambient temperature, and IP20/linear metre.
2.

The listed are the typical values. Actual value

24V DC CRI>90 <3 MacAdam SMD 2835 LED Height may differ; changes may be made without notice.
Input Ellipse 1.2 mm The tolerance of output data can vary up to 10%.
T Lo o romrts At IES Hiem eraauamy, uminous flux
G
LED Lifetime 5m Reel 160
>60,000h Length LEDs/m
CCT Power Efficacy Lumens LED/m Cut Width | Length Code
(W/m) (Im/W) (Im/m) (mm) (mm) (m)
5 165 825 160 50 10 5 RLFV2410160283505-927
2700K 10 160 1600 160 50 10 5 RLFV2410160283510-927
15 150 2250 160 50 10 5 RLFV2410160283515-927
20 140 2800 160 50 10 5 RLFV2410160283520-927
5 175 875 160 50 10 5 RLFV2410160283505-930
3000K 10 165 1650 160 50 10 5 RLFV2410160283510-930
15 160 2400 160 50 10 5 RLFV2410160283515-930
20 155 3100 160 50 10 5 RLFV2410160283520-930
5 180 900 160 50 10 5 RLFV2410160283505-935
3500K 10 175 1750 160 50 10 5 RLFV2410160283510-935
15 170 2600 160 50 10 5 RLFV2410160283515-935
20 160 3200 160 50 10 5 RLFV2410160283520-935
5 180 900 160 50 10 5 RLFV2410160283505-940
4000K 10 170 1700 160 50 10 5 RLFV2410160283510-940
15 165 2475 160 50 10 5 RLFV2410160283515-940
20 160 3200 160 50 10 5 RLFV2410160283520-940
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48V LED PARAMETERS

NOTES

CRI 3 @' oooo 1. Output data is based on the listed CCTs at CRI9O

>90 SDCM _— under 25+2°C ambient temperature, and IP20/linear metre.
2.

The listed are the typical values. Actual value

48V DC CRI >90 <3 MacAdam SMD 2835 LED Height may differ; changes may be made without notice.
Input Ellipse 1.2-1.6 mm The tolerance of output data can vary up to 10%.
3. IP protection process leads changes to in size, CCT and luminous flux.
L80-B10 — 4. Lumen maintenance reports and IES files upon request.
=
LED Lifetime Up to Up to
>60,000h 50m Reel 240 LED/m
CCT Power Efficacy Lumens LED/m Cut Width | Length Code
(W/m) (Im/W) (Im/m) (mm) (mm) (m)
10 95 950 120 100 12 50 RLFV4812120283510-927
2700K 15 90 1350 120 100 12 50 RLFV4812120283515-927
20 100 2005 150 100 10 10 CLDS8150-48
30 96 2890 240 62.5 12 10 CLDS8240-48
10 100 1000 120 100 12 50 RLFV4812120283510-930
3000K 15 95 1425 120 100 12 50 RLFV4812120283515-930
20 106 2110 150 100 10 10 CLDS8150-48
30 102 3050 240 62.5 12 10 CLDS8240-48
10 105 1050 120 100 12 50 RLFV4812120283510-935
3500K 15 100 1500 120 100 12 50 RLFV4812120283515-935
20 108 2150 150 100 10 10 CLDS8150-48
30 104 3125 240 62.5 12 10 CLDS8240-48
20 100 2005 150 100 10 10 CLDS8150-48
4000K 15 15 1725 120 100 12 50 CLDS8150-48
20 110 2200 150 100 10 10 CLDS8150-48
30 107 3200 240 62.5 12 10 CLDS8150-48
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24V IP65 LED PARAMETERS

CRI
>90

3@ ooog
SDCM

NOTES

1

Physical specifications according to the listed CCTs at CRI90
under 25+2°C ambient temperature, and IP65/linear metre.

2. The listed is the typical values. Actual value may differ;
24V DC CRI >90 <3 MacAdam SMD 2835 LED Height changes may be made without notice. The tolerance
Input Ellipse 1.5 mm of output data can be vary up to 10%.
3. 98% lumen output rate with nano—proof on the
L80-B10 — LEDs. Delivered lumens are listed in the table.
4. Lumen maintenance reports and IES files are available upon request.
-l —
LED Lifetime 5m Reel 240
>60,000h Length LEDs/m
CCT Power Efficacy Lumens LED/m Cut Width | Length Code
(W/m) (Im/7W) (Im/m) (mm) | (mm) (m)
2700K 22 m 2739 240 417 10 5 CLC8240-24
3000K 22 m7 2891 240 417 10 5 CLC8240-24
3500K 22 19 2930 240 417 10 5 CLC8240-24
4000K 22 122 2974 240 417 10 5 CLC8240-24
48V IP65 LED PARAMETERS
NOTES
CRI 3 @ oooo 1 Physical specifications according to the listed CCTs at CRI90
>90 SDCM under 25+2°C ambient temperature, and IP65/ linear metre.
2. The listed is the typical values. Actual value may differ;
48V DC CRI >90 <3 MacAdam SMD 2835 LED Height changes may be made without notice. The tolerance
Input Ellipse 1.7 mm of output data can be vary up to 10%.
3. 98% lumen output rate with nano—-proof on the
L80-B10 — LEDs. Delivered lumens are listed in the table.
4. Lumen maintenance reports and IES files are available upon request.
-l —
LED Lifetime 10m Reel 150
>60,000h Length LEDs/m
CCT Power Efficacy Lumens LED/m Cut Width | Length Code
(W/m) (Im/7W) (Im/m) (mm) | (mm) (m)
2700K 20 100 1965 150 100 10 10 CLDS8150-48
3000K 20 106 2068 150 100 10 10 CLDS8150-48
3500K 20 108 2107 150 100 10 10 CLDS8150-48
4000K 20 10 2156 150 100 10 10 CLDS8150-48
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TUNEABLE WHITE LED PARAMETERS

CRI 3@ ooon
>90 SDCM

NOTES
1. Physical specifications according to the listed CCTs at CRI90

under 25+2°C ambient temperature, and IP65/linear metre.
2. The listed is the typical values. Actual value may differ;

24V DC CRI >90 <3 MacAdam SMD 2835 LED Height changes may be made without notice. The tolerance
Input Ellipse 1.5 mm of output data can be vary up to 10%.
98% lumen output rate with nano—proof on the

L80-B10 — ! LEDs. Delivered lumens are listed in the table.

((:, /@ [elelele) OVO 4. Lumen maintenance reports and IES files are available upon request.

LED Lifetime 5m Reel 240 Free—Cutting
>60,000h Length LEDs/m
CCT Power Efficacy Lumens LED/m Cut Width | Length Code
(W/m) | (Im/W) (Im/m) (mm) | (mm) (m)

2300-4000K 18 122 2200 168 1.9 8 5 CLC8168SWW-24
2700-6000K 18 128 2305 168 1.9 8 5 CLC8168SWW-24
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RGBW LED PARAMETERS

NOTES
= ooao 1P20 1. Physical specifications tested according to IES TM-30-15.
>90 SDCM 2. Output data is based on IP20/m, data of 5m is only for reference.
3. The listed are the typical values. Actual value
24V DC CRI >90 <3 MacAdam SMD P20 may differ; changes may be made without notice.
Input Ellipse 5050/2835 Standard The tolerance of output data can vary up to 10%.
4. Lumen maintenance report and IES files upon request.
v L80-B10 — 5. All measurements are in ‘'mm’ unless specified.
10mm LED Lifetime 5m Reel 120
FPC Width >36,000h Length LEDs/m
Typ. Max. Colour CCT Cut Lumen Efficacy Code
Power Power (mm) (Im/m) (Im/7W)
16.8 18.5 RGBSW RGB+2700K 100 250 49 CLDJ120RGBW-24
16.8 18.5 RGBWW RGB+3000K 100 250 49 CLDJ120RGBW-24
16.8 18.5 RGBPW RGB+3500K 100 256 50 CLDJ120RGBW-24
16.8 18.5 RGBNW RGB+4000K 100 265 52 CLDJ120RGBW-24
16.8 18.5 RGBW RGB+6500K 100 261 51 CLDJ120RGBW-24
16.8 18.5 R 620-625 nm 100 44 - CLDJ120RGBW-24
16.8 18.5 G 520-525 nm 100 13 - CLDJ120RGBW-24
16.8 18.5 B 455-460 nm 100 21 - CLDJ120RGBW-24
IP PARAMETERS
IP Image Colour Size Light Transmission
IP20 No Proof 10mm x 2.1mm 100%
IP65 NA Nano-proof 10mm x 2.1mm 98%
IP65 ETS Extrusion 12mm x 4.8mm 88%
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DMX-RGBW LED PARAMETERS

CRI 3@ ooon
>90 SDCM

NOTES
1=3210) 1. Physical specifications tested according to IES TM-30-15.
2. Output data is based on IP20/m, data of 5m is only for reference.

3. The listed are the typical values. Actual value

24V DC CRI >90 <3 MacAdam SMD 5050 P20 may differ; changes may be made without notice.
Input Ellipse Standard The tolerance of output data can vary up to 10%.
4. Lumen maintenance report and IES files upon request.
v L80-B10 — 5 All measurements are in ‘'mm’ unless specified.
10mm LED Lifetime 5m Reel 60
FPC Width >36,000h Length LEDs/m
Typ. Max. Colour CCT Cut Lumen Efficacy Code
Power Power (mm) (Im/m) (Im/W)
16 18 RGBSW RGB+2700K 100 - - CLDM560RGBW-24
16 18 RGBWW RGB+3000K 100 - - CLDM560RGBW-24
16 18 RGBPW RGB+3500K 100 - - CLDM560RGBW-24
16 18 RGBNW RGB+4000K 100 - - CLDM560RGBW-24
16 18 RGBW RGB+6000K 100 638 195 CLDM560RGBW-24
16 18 R 620-625 nm 100 85 - CLDM560RGBW-24
16 18 G 520-525 nm 100 235 - CLDM560RGBW-24
16 18 B 455-460 nm 100 65 - CLDM560RGBW-24
IP PARAMETERS
IP Image Colour Size Light Transmission
IP20 No Proof 10mm x 2.1mm 100%
IP65 NA Nano-proof 10mm x 2.1mm 98%
IP67 ETS Extrusion 12mm x 4.8mm 88%
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